SBS 220 / 225
Pingutusklamber HANSA[/FLEX

Omadused
Rakendusvaldkond  kummi- ja plastmassvoolikutele

Tiidp Voolikuklamber
Lisa 2-osaline koos pingutusseadmega DIN 3017 jargi
Materjal Teras
Pinnat6étlus galvaniseeritud
Artikkel

vaikseim & Ribalaius

(mm) (mm)
SBS 220-42 42 20,0
SBS 220-44 44 20,0
SBS 220-46 46 20,0
SBS 220-48 48 20,0
SBS 220-50 50 20,0
SBS 220-52 52 20,0
SBS 220-54 54 20,0
SBS 220-56 56 20,0
SBS 220-58 58 20,0
SBS 220-60 60 20,0
SBS 220-62 62 20,0
SBS 220-64 64 20,0
SBS 220-66 66 20,0
SBS 220-68 68 20,0
SBS 220-70 70 20,0
SBS 220-72 72 20,0
SBS 220-74 74 20,0
SBS 220-76 76 20,0
SBS 220-78 78 20,0
SBS 220-80 80 20,0
SBS 220-82 82 20,0
SBS 220-84 84 20,0
SBS 220-86 86 20,0
SBS 220-88 88 20,0
SBS 220-90 90 20,0
SBS 220-92 92 20,0
SBS 220-94 94 20,0
SBS 220-96 96 20,0
SBS 220-98 98 20,0
SBS 220-100 100 20,0
SBS 225-42 42 25,0
SBS 225-44 44 25,0
SBS 225-46 46 25,0
SBS 225-48 48 25,0
SBS 225-50 50 25,0
SBS 225-52 52 25,0
SBS 225-54 54 25,0
SBS 225-56 56 25,0
SBS 225-58 58 25,0
SBS 225-60 60 25,0
SBS 225-62 62 25,0
SBS 225-64 64 25,0
SBS 225-66 66 25,0
SBS 225-68 68 25,0
SBS 225-70 70 25,0
SBS 225-72 72 25,0
SBS 225-74 74 25,0
SBS 225-76 76 25,0
SBS 225-78 78 25,0
SBS 225-80 80 25,0
=
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SBS 220 / 225
Pingutusklamber HANSA[/FLEX

Artikkel

vaikseim @ Ribalaius

(mm) (mm)
SBS 225-82 82 25,0
SBS 225-84 84 25,0
SBS 225-86 86 25,0
SBS 225-88 88 25,0
SBS 225-90 90 25,0
SBS 225-92 92 25,0
SBS 225-94 94 25,0
SBS 225-96 96 25,0
SBS 225-98 98 25,0
SBS 225-100 100 25,0
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