HK ARE
Kaitseklapp ARE HANSAVFLEX

Omadused HE ARE
Rakendamine otsejuhitud

Mudel R vahese sisemise lekkimisega
Té6rdohk kuni 500 baari ’
Vihje
Ventiilid tuleb paigaldada kasutuseesmargi kohaselt
Artikkel

Surveala bar : Uhendus P Uhendus T

HK ARE 06 100 R 3-100 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 06 210 R 10- 210 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 06 350 R 15 - 350 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 06 500 R 30 - 500 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 1515 R 2-15 75 165 62 G1/2" G1/2" 1,3
HK ARE 1575 R 4-75 75 165 62 G 1/2" G1/2" 1,3
HK ARE 15 150 R 8-150 75 165 62 G1/2" G 1/2" 1,3
HK ARE 15 250 R 8 -250 75 165 62 G1/2" G 1/2" 1,3

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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