HK V7 367
3/3-kaiguline reversiivklapp HANSA[/FLEX

Omadused

Rakendamine  Tlup A — keskmine asend avatud
TilUp C — Keskmine asend suletud

HKV7T 367

Materjal Korpus: valu, terasest sisedetailid
Vihje
Rotary slide valves can be pressurised from all sides and are designed to have less internal leakage
Artikkel

Uhendused
HK V7 367 A06 250 3/8" 40 24 73 8,5 42 62 36 110 0,92
HK V7 367 A08 250 1/2" 60 30 85 11,0 53 70 43 120 1,46
HK V7 367 A12 220 3/4" 120 32 91 11,0 54 80 47 125 1,86
HK V7 367 A16 220 1" 180 32 98 11,0 64 90 51 130 2,56
HK V7 367 C06 250 3/8" 40 24 73 8,5 42 62 36 110 0,92
HK V7 367 C08 250 172" 60 30 85 11,0 53 70 43 120 1,46
HK V7 367 C12 220 3/4" 120 32 91 11,0 54 80 47 125 1,86
HK V7 367 C16 220 1" 180 32 98 11,0 64 90 51 130 2,56

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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