TS
Varda tihend, TS HANSAVFLEX
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Toorohk kuni 400 baari SpaltmaB / Clearance Bruck - Preasure |
Libisemiskiirus max. 0,5 m/s Druck Ts-Ts.flfmrF‘!é.. AITS..LA : ’l' [ I'_
Temperatuur min.  -30 °C ban 5 d=6thmm| d=<60mm | d>60mm { ]r i
e LI
| ——
- c -

50 |<n,40| <0,50 <0,60 | <0,80

Temperatuur max. 80 °C 100 |<0,30| <0,40, <0,60 | <0,80
Vahendid Mineraaldlid 200 |<0,20| <0,30| <0,40| <0,60 o
- 300 |<0,15| <0,20| <0,30| =0,40 I

Montaaz avatud soontes B 400 [<0,10| <0,15] <0,20] <0,30 .

Suletud soontes avatud paigaldusruumides 500 <0,10 | <0,15 lT‘:'";ra““ ;"““f"‘f |
Materjal PUR iﬁﬁ} £0,04/0/+0,40
Rakendus Hudraulika
Kirjeldus

suur rebenemiskindlus
Véaga hea tihendamine madalsurve korral.
Koormuse kiire vahetamine.

Tellimisinfo
Luhikese etteteatamisajaga suudame valmistada tihendeid l1abimédduga 20-510 mm.

Artikkel
Margistus d D L
(mm) (mm) (mm)
TS 12 18 12 18,0 5,0
TS 16 22 16 22,0 4,5
TS 16 24-1 16 24,0 7,0
TS 18 25 18 25,0 57
TS 20 25 20 25,0 3,5
TS 20 25-1 20 25,0 4,5
TS 20 26 20 26,0 6,0
TS 20 27 20 27,0 6,5
TS 20 30 20 30,0 8,0
TS 20 30-1 20 30,0 9,0
TS 20 30-2 20 30,0 11,0
TS 21 27 24 27,0 5,0
TS 22 28 22 28,0 5,0
TS 22 30 22 30,0 8,0
TS 22 32-1 22 32,0 9,0
TS 24 30 24 30,0 5,0
TS 25 32 25 32,0 5,0
TS 25 35 25 35,0 6,0
TS 25 35-2 25 35,0 10,0
TS 25 35-5 25 35,0 11,0
TS 25 36 25 36,0 6,0
TS 30 38 30 38,0 9,0
TS 30 40-1 30 40,0 8,0
TS 32 40 32 40,0 9,0
TS 32 42-1 32 42,0 9,0
TS 32 42-2 32 42,0 11,0
TS 35 43-1 35 43,0 9,0
TS 35 45 35 45,0 8,0
TS 36 44 36 44,0 9,0
TS 38 45 38 45,0 7,0
TS 40 50 40 50,0 7,0
TS 42 53 42 53,0 10,0
TS 45 53-1 45 53,0 7,0
TS 45 53 45 53,0 9,0
TS 46 54 46 54,0 9,0
TS 50 62 50 62,0 11,0
TS 56 66-1 56 66,0 7,5
TS 56 66 56 66,0 11,0
—
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TS
Varda tihend, TS HANSAVFLEX

Artikkel
Margistus d D L
(mm) (mm) (mm)
TS 60 70-3 60 70,0 13,0
TS 61 69 61 69,0 9,0
TS 63 71 63 70,0 9,0
TS 66 80 66 80,0 11,0
TS 68 76 68 76,0 9,0
TS 70 80 70 80,0 8,0
TS 70 80-2 70 80,0 13,0
TS 7278 72 78,0 7,0
TS 76 84 76 84,0 9,0
TS 85 97 85 97,0 9,5
TS 88 96 88 96,0 9,0
TS 90 96 90 96,0 55
TS 90 100 90 100,0 7,5
TS 91 99 9 99,0 9,0
TS 107 115 107 115,0 9,0
TS 126 134 126 134,0 9,0
TS 145 153 145 153,0 9,0
TS 147 155 147 155,0 11,0
TS 175 183 175 183,5 9,0
TS 221 229 221 229,5 13,0
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