PRT M DN
Perrot-Uhendus, voolikiihendusega emane detail HANSA[/FLEX

Omadused
Uhendus 1 Uhendus, emane detail

Tihenditiip 1  O-tihendirdngas
Uhendus 2 Voolikiihendus
Materjal Teras

Pinnatdétlus  tules tsingitud

Artikkel

To6réhk Uhendusmaar Vooliku-ID jaoks

(bar) (mm) (mm)
PRT M 50 DN 50 12,0 50,0 50
PRT M 70 DN 63 12,0 70,0 63
PRT M 70 DN 70 12,0 70,0 70
PRT M 70 DN 75 12,0 70,0 75
PRT M 89 DN 75 12,0 89,0 75
PRT M 89 DN 80 12,0 89,0 80
PRT M 89 DN 89 12,0 89,0 89
PRT M 108 DN 75 12,0 108,0 75
PRT M 108 DN 90 12,0 108,0 90
PRT M 108 DN 102 12,0 108,0 102
PRT M 108 DN 110 12,0 108,0 110
PRT M 108 DN 127 12,0 108,0 127
PRT M 108 DN 152 12,0 108,0 152
PRT M 133 DN 50 12,0 133,0 50
PRT M 133 DN 76 12,0 133,0 76
PRT M 133 DN 102 12,0 133,0 102
PRT M 133 DN 110 12,0 133,0 110
PRT M 133 DN 127 12,0 133,0 127
PRT M 133 DN 133 12,0 133,0 133
PRT M 133 DN 152 12,0 133,0 152
PRT M 159 DN 50 12,0 159,0 50
PRT M 159 DN 76 12,0 159,0 76
PRT M 159 DN 102 12,0 159,0 102
PRT M 159 DN 127 12,0 159,0 127
PRT M 159 DN 133 12,0 159,0 133
PRT M 159 DN 152 12,0 159,0 152
PRT M 159 DN 159 12,0 159,0 159
PRT M 216 DN 200 12,0 216,0 200

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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