PRT M HR
Perrot-Uhendus, emane detail, valiskeere HANSA[/FLEX

Omadused

Uhendus 1 Uhendus, emane detail p
Tihenditidp 1 Lame O-rongas .
Uhendus 2 BSP-valiskeere, silindriline

Materjal Teras

Pinnatdétlus  tules tsingitud

Artikkel

To6réhk Uhendusmaar

(bar) (mm)
PRT M 50 HR 1.1/2 12,0 50,0 G1.1/2" -1
PRT M 50 HR 2 12,0 50,0 G2"
PRT M 50 HR 2.1/2 12,0 50,0 G2.1/2" -11
PRTM 70 HR 2 12,0 70,0 G2"
PRT M 70 HR 2.1/2 12,0 70,0 G 2.1/2" -11
PRTM70HR 3 12,0 70,0 G3"-11
PRT M 89 HR 2.1/2 12,0 89,0 G 21/2" -11
PRT M 89 HR 3 12,0 89,0 G3"-11
PRT M 108 HR 2.1/2 12,0 108,0 G2.1/2" 11
PRTM 108 HR 3 12,0 108,0 G3"-11
PRT M 108 HR 4 12,0 108,0 G4"-11
PRT M 133 HR 2.1/2 12,0 133,0 G21/2" -11
PRT M 133 HR 4 12,0 133,0 G4"-11
PRTM 133 HR 5 12,0 133,0 G5"-11
PRT M 159 HR 2.1/2 12,0 159,0 G21/2" -11
PRT M 159 HR 4 12,0 159,0 G4"-11
PRT M 159 HR 6 12,0 159,0 G6"-11

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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