HK HM BMR HD
Gerollermootor BMR HD CN HANSAVFLEX
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Tulp HD koérgsurvetihendiga prin
two hole flange bolt circle 106.4 s
Véll @ 25mm AN
Sisse- ja tagasi ve Slilekke juhtimi: max. 175 bar 131k .':;:i.. :;
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Artikkel

Veeva- Poord- Poord- Poordem- Surveju- Pmax. at Pmax. at Pmax. at

liasurve earv earv oment hud 0-100 100-300 300-600

min. max. max. max. rpm rpm rpm

(cc) (rpm) (rpm) (N-m) (bar) (bar) (bar) (bar)
HKHMBMR 050 HD 40 51,7 10 775 93 140 150 75 50 20 139 6,5
HKHM BMR 080 HD 60 80,5 10 750 152 140 150 75 50 20 144 6,9
HKHMBMR 100HD 60 100,5 10 600 194 140 150 75 50 20 148 7,0
HKHMBMR 125HD 60 126,3 10 475 237 140 150 75 50 20 152 7,3
HKHMBMR 160 HD 60 160,8 10 375 300 140 150 75 50 20 158 7,5
HKHMBMR 200HD 60 2009 10 300 370 140 150 75 50 20 165 8,0
HKHMBMR 250 HD 60 2526 10 240 370 110 150 75 - - 174 8,5
HKHMBMR 315HD 60 3215 10 190 370 90 150 75 - - 186 9,0
HKHM BMR 400 HD 60 401,9 10 160 370 70 150 75 - - 200 11,0

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Pé6rdemomendi ja survejuhu vaartused kehtivad pusitalitluse puhul — pmax: = max rohk

Lisatarvikud
HK V0 590  Léokventiil

Varuosad
HKHM BM DS  Hudraulilise planetaarmootori CN tihenduskomplekt

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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