K-DMUF GENAUIGKEIT 0,2%

Pressure transmitters, accuracy 0.2% of span

HANSAVFLEX

Omadused
Tadp S-10
Pinge Non-stabilised 10/30 V DC voltage

ElektriGhendus

With right-angle connector acc. to DIN EN
175301-803 A

Kaitse tllp

IP 65 acc. to EN 60529

Véljundsignaal

4 to 20 mA, 2-wire

Mittelineaarsus

0.2% of span

Aine temperatuur

-30 °C to +100 °C

Keskkonnatemperatuur

-20°Cto +80 °C

Mddteainega kokkupuutuvad osad

CrNi steel 1.4571

Korpus

CrNi steel 1.4571

Kirjeldus

Standard type for universal applications. Suitable for electronic pressure measurements in the low and high-pressure ranges.

Lisateave

Further measuring ranges on request
Pressure converter with flush-mounted membrane for measuring highly viscous and crystalline media on request.

Artikkel

Margistus Mobdteulatus Keere
K- 07 20 10 30 -1/0.0 bar G1/2
K- 07 20 10 31 0-0.25 bar G1/2
K- 07 20 10 32 0-0.4 bar G1/2
K- 07 20 10 33 0-1.0 bar G1/2
K- 07 20 10 34 0-4.0 bar G1/2
K- 07 20 10 35 0-6.0 bar G1/2
K- 07 20 10 36 0-10.0 bar G1/2
K- 07 20 10 37 0-16.0 bar G1/2
K- 07 20 10 38 0-25.0 bar G1/2
K- 07 20 10 39 0-40.0 bar G1/2
K- 07 20 10 40 0 -60.0 bar G1/2
K- 07 20 10 41 0-100.0 bar G1/2
K- 07 20 10 42 0-160.0 bar G1/2
K- 07 20 10 43 0 - 250.0 bar G1/2
K- 07 20 10 44 0 -400.0 bar G1/2
K- 07 20 10 45 0 -600.0 bar G1/2

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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