
K-MANO ABSPV ZAPF DREH MUF 16271B
Pressure gauge shut-off valves, male - loose female and shaft for
instrument holder, with test socket M 20 x 1.5, DIN 16271

Vaatamata põhjalikule kontrollile ei saa me vigade esinemist välistada ning ei vastuta olemasolevate andmete eest.
15.12.2025 HANSA-FLEX AG www.hansa-flex.com 1

Omadused
Töörõhk max. 250 bar brass, max. 400 bar steel/

stainless steel
Temperatuur Max. +120 °C with brass/steel; Max. +200 °C

for stainless steel
Kõikide detailide materjal Stainless steel
Tihendusmaterjal PTFE
Korpus Brass, black-finished steel or stainless steel

1.4571
Käsiratas Plastic
Pingutusmuhvi umbmutter Steel
Ventiilispindel, ventiilikoonus Stainless steel

Vihje
Lisaandmed saate soovi korral.

Kirjeldus
They are used as shut-off or reducing elements for pressure gauges when measuring liquids, gases or steam.

Artikkel
Märgistus Keere PN (bar) SW Materjal
 (mm)
K- 07 20 11 20
K- 07 20 11 19

G 1/2
G 1/2

250
400

27
27

Messing
Stainless steel


