K-TR PA 12 ROLLE
Plastic pipes on coils, polyamide PA 12 HANSA[/FLEX

Omadused

Tddétemperatuur  -60 °C to +100 °C (PA 12)

Omadused Resistant to corrosion, vibration, impact, ageing, high
pressures and heat

Materjal Polyamid PA 12, hard (according to DIN 73378)

Vihje

Operating pressure with 2.5 x overpressure safety!
Lisaandmed saate soovi korral.

Kirjeldus

Push-in fittings - aluminium pipes - plastic pipes - take-off points. The flexible, maintenance-free compressed air installation system from
compressor to take-off point. For @ 12 mm to @ 32 mm pipe systems and for @ 4 mm to & 12 mm pneumatic applications

Artikkel
Vooliku sise-@ Vooliku valis-& max to6rohk 20 °C juures Rulli pikkus
(mm) (mm)
K- 07 10 04 77 9,0 12,0 19 25
K- 07 10 04 79 12,0 15,0 15 25
K- 07 10 04 81 14,0 18,0 16 25
K- 07 10 04 83 18,0 22,0 14 25
K-07 10 04 76 9,0 12,0 19 100
K-07 1004 78 12,0 15,0 15 100
K- 07 10 04 80 14,0 18,0 16 100
K- 07 10 04 82 18,0 22,0 14 100
K- 07 10 04 84 23,0 28,0 14 50

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
13.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



