K-LKS 5 UWB
Stems and plugs DN 5 HANSA[/FLEX

Omadused
T6é6réhk 0 - 35 bar, maximum static working pressure (non-

pulsating)
Ohu labivool 560 I/min (at 6 bar and Ap = 0.5 bar)
Aine temperatuur  -20 °C to +100 °C
Materjal Messing
Vihje
Lisaandmed saate soovi korral.
Artikkel

Definitsioon

K- 07 35 01 54 Stem, I.D. 6 roheline -
K- 07 35 01 55 Stem, I.D. 6 Brown -
K- 07 35 01 56 Stem, I.D. 6 sinine -
K- 07 35 01 57 Stem, I.D. 6 punane -
K- 07 35 01 58 Plug G 1/8 male roheline 17
K- 07 35 01 59 Plug G 1/4 male roheline 17
K- 07 35 01 60 Plug G 1/8 female roheline 17
K- 07 35 01 61 Plug G 1/4 female roheline 17
K- 07 35 01 62 Plug G 1/8 male Brown 17
K- 07 35 01 63 Plug G 1/4 male Brown 17
K- 07 35 01 64 Plug G 1/8 female Brown 17
K- 07 35 01 65 Plug G 1/4 female Brown 17
K- 07 35 01 66 Plug G 1/8 male sinine 17
K- 07 35 01 67 Plug G 1/4 male sinine 17
K- 07 35 01 68 Plug G 1/8 female sinine 17
K- 07 35 01 69 Plug G 1/4 female sinine 17
K- 07 3501 70 Plug G 1/8 male punane 17
K- 07 3501 71 Plug G 1/4 male punane 17
K- 07 350172 Plug G 1/8 female punane 17
K- 07 350173 Plug G 1/4 female punane 17

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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