K-BKR MINI DREGRIFF 1
Mini ball valves HANSA[/ FLEX

Omadused
Téoéréhk max 10 baari
Aine temperatuur  -10 °C to +80 °C

Péordkaepide Plastic

Korpus ja kuul Nickel-plated brass
Kuuli tihend PTFE
Spindli tihend NBR

Vihje
Lisaandmed saate soovi korral.
Artikkel
Margistus DN Keere H L L1 SW
(mm) (mm) (mm) (mm)
K- 07 30 20 48 6 Rp 1/8 female 21,5 36,5 19,0 14
K- 07 30 20 49 6 Rp 1/4 female 21,5 43,0 19,0 14
K- 07 30 29 76 7 Rp 3/8 female 22,5 48,0 18,0 18
K- 07 30 29 77 10 Rp 1/2 female 32,0 59,0 25,0 22
K- 07 30 20 30 6 R/Rp 1/8 male / 1/8 female 21,5 35,5 19,0 14
K- 07 30 20 31 6 R/Rp 1/4 male / 1/8 female 21,5 38,0 19,0 14
K- 07 30 20 32 6 R/Rp 1/4 male / 1/4 female 21,5 40,5 19,0 14
K- 07 30 20 33 6 R/Rp 3/8 male / 1/4 female 21,5 41,5 19,0 14
K- 07 30 29 78 8 R/Rp 3/8 male / 3/8 female 22,5 445 19,5 18
K- 07 30 29 79 10 R/Rp 1/2 male / 1/2 female 32,5 55,5 26,5 22

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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