K-3 BKR STELLANTR E L MS

Brass ball valves, 3-way, with single-acting actuator, L-bore

HANSAVFLEX

Omadused R

Tadp Pneumatic actuators, in double- or single acting . _[_ﬂ- )
version, with integrated end-position feedback D

Puurimine Lkujuline AT eber TN

Tootemperatuur  -20 °C to +70 °C l ||

P66rdnurk 90 ° Il

Juhtimisréhk 5.5 bar =

Ventiili adapter

Supplied as standard

Ajam aluminium eloxed
Ajami tihend NBR
Kuulkraan Chrome-plated brass, with ISO-flange plate

Kuulkraani tihend

PTFE/FKM

Vihje

G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Lisaandmed saate soovi korral.

Kirjeldus

3-way cock, L-bore, full bore

Lisateave

Other T-positions on request

Artikkel

PN (bar)
K- 07 30 02 90 15 Rp 1/2 L 40 133,0 142,0 20,0 64,5 25
K- 07 30 02 91 25 Rp 1 L 40 133,0 150,5 30,0 97,0 41
K- 07 30 02 92 40 Rp 11/2 L 25 180,0 193,5 43,0 135,0 55

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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