K-RD DURCHGANGSFORM

Unidirectional valves

HANSAVFLEX

Omadused

Té6rdohk Max. 16 bar

Aine temperatuur max. +180 °C

Avamissurve min. 0.4 to 0.5 bar (size G 1/4 to 1/2 inch); min.

0.1 bar (for size 3/4 to G 1)
Keskkonnatemperatuur ~ Max. +180 °C

Tihendusmaterjal FKM

Korpus Brass

Vihje

Lisaandmed saate soovi korral.

Artikkel

Margistus Keere Pikkus SW
(mm) (mm)

K- 07 30 24 48 G 1/4 female 53,0 19

K- 07 30 24 49 G 3/8 female 54,0 19

K- 07 30 24 50 G 1/2 female 63,0 24

K- 07 30 24 51 G 3/4 female 58,0 36

K- 07 30 24 52 G 1 female 68,5 46

K- 07 30 24 43 G 1/4 male 53,5 19

K- 07 30 24 44 G 3/8 male 54,0 19

K- 07 30 24 45 G 1/2 male 68,0 24

K- 07 30 24 46 G 3/4 male 77,0 36

K- 07 30 24 47 G 1 male 82,0 46

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.

27.12.2025 HANSA-FLEX AG

www.hansa-flex.com 1



