K-XG LOESBAR IG IG KONISCHDICH
Detachable double nipples, female, taper seat HANSA[/FLEX

Omadused L1

Té6rdhk Max. 10 bar - "

Viliskeere  Parallel to DIN EN ISO 228-1 SWi1

Sisekeere Parallel to DIN EN ISO 228-1

Materjal Stainless steel 1.4408 }
—] | — -—

SW2 SW2
Vihje

The dimensions of the standard screw fittings may change slightly during the life of the catalogue as a result of optimisation processes.
Lisaandmed saate soovi korral.

Artikkel
Margistus Keere L1 SWi1 SW2
(mm) (mm) (mm)
K- 07 40 12 42 G 1/8 32,3 29 18
K- 07 40 12 43 G 1/4 32,4 29 18
K- 07 40 12 44 G 3/8 34,7 34 22
K- 07 40 12 45 G1/2 40,0 39 26
K- 07 40 12 46 G 3/4 42,0 47 32
K- 07 40 12 47 G1 48,7 58 40
K- 07 40 12 48 G11/4 54,0 67 49
K- 07 40 12 49 G112 58,9 76 56
K- 07 40 12 50 G2 62,2 90 68

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
14.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



