K-VT BREIT MULTIFIX
Manifolds - wide design HANSA[/FLEX

Omadused - A o
Sisendrdhk Max. 16 bar

Aine temperatuur max. 60 °C ;
Keskkonnatemperatuur Max. 60 °C * =3 : eI IU
Tihendusmaterjal NBR - D @ Q _t
Korpus Die-cast zinc ]

Lébivoolu véartuse mddtmine At P1 = 6 bar and pressure drop Ap = 1 bar L _-;"r-x_

Vihje
Flow rate I/min at P - A
Lisaandmed saate soovi korral.

Kirjeldus
Wide or narrow, four-way manifolds.
Artikkel
Outlets Labivool Ehitussuurus
(L/min)
K-07 251173 4x1/4 G 1/4 2500 47,8 52,0 mm 26,0 1
K- 07 2511 74 4x1/4 G 3/8 2500 47,8 52,0 mm 26,0 1
K-07 251175 2x1/4,2x1/2 G1/2 11000 68,8 67,0 mm 33,5 2
K-07 251176 2x1/4,2x1/2 G 3/4 11000 68,8 67,0 mm 33,5 2
Lisatarvikud

~ Pressure switches, changeover type, suitable for
K-DRS WECHSELKONTAK ANFLANSCHBAR DS flange mounting K-07309861

K-ZUBEH HANSA Accessories for pressure switch HANSA

Varuosad
K-KOPPELPAKET MEHR  Coupling packet
K-KOPPELPAKET SCHMA  Coupling packet

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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