K-VT VARIBLOC
Ball valves HANSAVFLEX

Omadused A
Viljundid 4 (all sealed at delivery)
Outlets for G1/2and G 3/4  Top / bottom G 3/8 / G 1/2, Front / back G

1/4 I 1
Outlets for G 1/4and G 3/8  Top / bottom G 3/8, Front / back G 1/4 Y

Lébivoolu véartuse mddtmine At P1 = 6 bar and pressure drop Ap = 1 bar

Vihje

Lisaandmed saate soovi korral.

Kirjeldus

For removing unlubricated air when the manifold is flanged on upstream of the oil-mist lubricator. An integrated non-return valve prevents oil inflow
from the oil-mist lubricator or the line.

Artikkel
Margistus Keere Labivool A B
(L/min) (mm)

K- 07 25 11 99 G 1/4 900 48,0 44,0 mm
K- 07 25 12 00 G 3/8 900 48,0 44,0 mm
K- 07 2512 01 G 1/2 4000 70,0 56,0 mm
K- 07 2512 02 G 3/4 5000 70,0 56,0 mm
K- 07 25 12 03 G1 5000 124,0 56,0 mm

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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