K-WKYV 3/2 SCHLS SCHNVERSCHR

3/2-way toggle valves, discharge port on thread, quick-lock screw

ftting HANSAVFLEX

Omadused C
Té6rdohk maks 8 baari

Temperatuuri ulatus 0°Cto+70°C —
Lulitustahvli keere M 12 x 0.75 (sheet thickness max. 4 mm)

Sisedetail Brass with a bare metal surface B

Tihendusmaterjal NBR \
Oaneskruvi, liigendvars, naokur  Nickel-plated brass I /
Tihendid (kadumatu) Polyamide (glass fibre-reinforced) i

Vihje

Lisaandmed saate soovi korral.

Kirjeldus

Manually operated toggle valves, 2/2 and 3/2-way types. For all applications where compressed air must be switched on or off quickly and easily or a
cylinder operated manually. Designed as a banjo-type valve with a hollow bolt and ring piece. Suitable for screwing directly into the equipment or for
panel mounting. Compact type of construction, also ideal where space is restricted.

Artikkel
Rakendamine Vooliku jaoks

K- 07 15 07 24 3/2-way 16,0 G1/81G G 1/8 14 mm 55,0
K- 07 15 07 25 3/2-way 25,0 5mm/3 mm G 1/8 14 mm 55,0
K- 07 15 07 26 3/2-way 25,0 6 mm/4 mm G 1/8 14 mm 55,0
K- 07 15 07 27 3/2-way 25,0 8 mm/6 mm G1/8 14 mm 55,0
K- 07 15 07 20 3/2-way 22,0 G1/41G G 1/4 17 mm 60,0
K- 07 15 07 22 3/2-way 26,5 6 mm/4 mm G 1/4 17 mm 60,0
K- 07 15 07 23 3/2-way 27,5 8 mm /6 mm G 1/4 17 mm 60,0
K- 07 15 07 21 3/2-way 28,5 10 mm /8 mm G 1/4 17 mm 60,0

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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