K-WV 5/2 DIFFERENZIALKOLBEN
5/2-way pilot valves, with differential piston HANSA[/ FLEX

Omadused

To6réhk 2,5 - 10 bar (monostable)\n1,0 - 10 bar e (—
(bistable)\nvacuum up to 10 bar (external pilot
air)

min t66rohk 2.5 bar (monostable), 1.0 bar (bistable)

Temperatuuri ulatus  -10 °C to +60 °C
Lébivool 6 bar ja 10 bar 550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150
NI/min (G 3/8), 4600 NI/min (G 1/2)

Labivool 6 bar ja 5 bar 400 Ni/min (G 1/8), 750 NI/min (G 1/4), 1560 NI/
min (G 3/8), 3200 NI/min (G 1/2)

Vihje
Lisaandmed saate soovi korral.
Artikkel

Funktsioon Lilituspildi number Juhtimine
K- 07 15 02 05 G 1/8 24V DC 5 5/2-way 36
K- 07 15 02 06 G 1/4 24V DC 8 5/2-way 36
K- 07 15 25 85 G 3/8 24V DC 13 5/2-way 36
K- 07 15 02 07 G1/2" 24V DC 15 5/2-way 36
K- 07 15 02 08 G1/8 230V, 50 Hz 5 5/2-way 36
K- 07 15 02 09 G 1/4 230V, 50 Hz 8 5/2-way 36
K- 07 15 25 86 G 3/8 230V, 50 Hz 13 5/2-way 36
K- 07 1502 10 G1/2" 230V, 50 Hz 15 5/2-way 36

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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