K-FI AK KOH M DIFFERENZ MANO
Activated carbon filters with differential pressure gauge HANSA[/ FLEX

Omadused
Sisendrdhk Min. 4 bar, Max. 16 bar
R8huerinevuste manomeetri néiduvahemk () - 2 par i
Korpus, filtrimahuti Aluminium
Keskkonnatemperatuur +5°Cto +60 °C _
Filtrikassett Activated carbon )
Jaakoli sisaldus 0.005 mg/m3 Y
Labivoolu véértuse mostmine ét5|2>/1 =6 bar and pressure drop Ap = 1. || | |

5% L

i

Vihje

Lisaandmed saate soovi korral.

Kirjeldus

Suitable for all applications where the standard centrifugal separators do not afford the desired efficiency. The pre-filters and micro-filters are
equipped with an automatic drain valve. All devices can be supplied with or without a differential pressure gauge. The differential pressure gauge
indicates the degree of contamination of the filter element as a function of the pressure drop.

Artikkel

Léabivool

(L/min)
K- 07 2513 18 G1/4 500 82,5 318,5 245,0 57,0 263,0
K- 07 2513 19 G 3/8 500 82,5 318,5 245,0 57,0 263,0
K-07 2513 20 G1/2 500 82,5 318,5 245,0 57,0 263,0
K- 07 25 13 21 G 3/4 1000 82,5 388,5 315,0 57,0 403,0
K- 07 25 13 22 G1 1500 118,0 403,5 330,0 72,0 368,0
K- 07 25 13 23 G11/4 2650 118,0 503,5 430,0 72,0 568,0
K- 07 25 13 24 G11/2 4150 118,0 603,5 530,0 72,0 768,0
K- 07 25 13 25 G2 6650 118,0 793,5 720,0 72,0 1148,0
Varuosad
K-FILTERELEMENT SONDER Filter element
K-VERBINDUNGELEMENTE SOND Connecting sets
K-HALTERBAUSATZ Holder
K-DIFFERENZDRUCKMANOMETER Differential pressure gauge
K-AUTOMAT ABLASSVENTIL Automatic drain valve

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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