K-WTST SAFETY BK SCHA AN HANSA

SAFETY service unit sets, comprising a ball valve with silencer, start-

up valve and 2-piece service unit HANSA[/FLEX

Omadused §
Sisendréhk 2.5 - 16 bar BE
Viljundréhk 0.5 - 8 bar c | [ & ‘= BH
Temperatuuri ulatus -10 °C to +50 °C = £ :
Vahendid Surushk [ ;}@j o
Tihendusmaterjal NBR T
Uhenduskeere Material: Die-cast zinc
Mahuti Polycarbonate (with bayonet lock) and bowl

guard
Filterelement Cellpor (PE) 5 pm ET - -
Korpus Material: Grivory® (PA 66)
Membraan NBR
Sisemine dhutarve Max. 1.5 I/min (depending on secondary

pressure)

Labivoolu vaartuse mdétmine At P1 = 10 bar, P2 = 6.3 bar and pressure
drop Ap =1 bar

Ohutust. (ihend. Kuulkraan  Silencer

Vihje

Lisaandmed saate soovi korral.

Kirjeldus
These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator
or service unit, meet even the strictest requirements for operating reliability and accident prevention!

Tellimisinfo
The price does not include a key lock and padlock. Please order separately. For accessories and spare parts, refer to individual components: ball
valve, start-up valve, pressure regulator, filter regulator, 2-piece service unit

Artikkel
Labivool Kondensaadi véljalaskeava
(L/min)
K- 07 25 15 38 G 1/4 1750 208,0 225,0 mm 95,5 Semi
K- 07 25 15 39 G 3/8 1750 208,0 225,0 mm 95,5 Semi
K- 07 25 15 40 G 3/8 3500 252,0 257,0 mm 110,0 Semi
K- 07 25 15 41 G1/2 3500 252,0 257,0 mm 110,0 Semi
K- 07 25 15 42 G 3/4 10000 340,0 329,0 mm 137,0 Semi
K- 07 25 15 43 G1 10000 340,0 329,0 mm 137,0 Semi
K- 07 25 15 44 G 1/4 1750 208,0 243,0 mm 95,5 Auto
K- 07 25 15 45 G 3/8 1750 208,0 243,0 mm 95,5 Auto
K- 07 25 15 46 G 3/8 3500 252,0 274,0 mm 110,0 Auto
K- 07 25 15 47 G1/2 3500 252,0 274,0 mm 110,0 Auto
K- 07 25 15 48 G 3/4 10000 340,0 343,0 mm 137,0 Auto
K- 07 25 15 49 G1 10000 340,0 343,0 mm 137,0 Auto
Lisatarvikud
K-STECKSCHLOSS Key lock

K-VORHAENGESCHLOSS  Padlock

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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