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Vihje

Lisaandmed saate soovi korral.

Kirjeldus

Perfluoroalkoxy alkane (PFA): A fluoroplastic (PTFE) with the same chemical resistance as PTFE but much stronger and suitable for temperatures up to
200°C.

Artikkel
Vooliku jaoks

K- 07 40 40 97 G1/8 4 mm /6 mm 31,5 8,0 14 mm
K- 07 40 40 99 G1/8 6 mm/8 mm 36,5 8,0 17 mm
K- 07 40 41 01 G1/8 8 mm/ 10 mm 40,5 8,0 19 mm
K- 07 40 41 04 G 1/4 4 mm/6 mm 37,0 12,0 17 mm
K- 07 40 41 06 G 1/4 6 mm /8 mm 41,0 12,0 17 mm
K- 07 40 41 08 G 1/4 8 mm/ 10 mm 45,0 12,0 19 mm
K- 07 40 41 10 G1/4 9mm/ 12 mm 48,5 12,0 22 mm
K- 07 40 41 12 G 3/8 4 mm /6 mm 38,5 12,0 22 mm
K- 07 40 41 14 G 3/8 6 mm /8 mm 42,5 12,0 22 mm
K- 07 40 41 16 G 3/8 8 mm/ 10 mm 45,5 12,0 22 mm
K- 07 40 41 18 G 3/8 9mm/ 12 mm 49,5 12,0 22 mm
K- 07 40 41 20 G1/2 4 mm/6 mm 43,0 14,0 27 mm
K- 07 40 41 22 G1/2 6 mm/8 mm 47,0 14,0 27 mm
K- 07 40 41 24 G1/2 8 mm/ 10 mm 50,0 14,0 27 mm
K- 07 40 41 26 G1/2 9mm/ 12 mm 54,0 14,0 27 mm

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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