K-RUNDZYLINDER DOPP O ED

Round cylinders, double acting, magnetic, non-cushioned

HANSAVFLEX

Omadused |
Vahendid Filtered (50 pm), unlubricated or lubricated
compressed air. If lubrication is used, it must be |
continuous.
Téérohk Max. 10 bar
Réhk 0,6 bar

Temperatuuri ulatus

-10 °C to +60 °C

Ehitus

Connection: Aluminium pipe / end caps flanged

Kolvivarras Stainless steel 1.4301 (J 16), C45 steel, hard
chrome-plated (9 20 and & 25)

Toru Aluminium alloy, anodised

Kaas, pohi, juhtpuks ~ Technopolymer

Kolvivarda tihend PU

Kolvitihend PU

Vihje

Maxiumum recommended stroke: & 16 = stroke 200, @ 20 and & 25 = stroke 500. Longer strokes can result in malfunctions.
Lisaandmed saate soovi korral.

Kirjeldus

Economy standard version with aluminum pipe and magnet piston.

Lisateave
Important: The scope of supply does not include a connector. Please order separately.

Artikkel

Kolbide @ Keskpunkt Kolvivarda valiskeere

(mm)

K- 07 15 17 62 16 mm 10 M5 M6
K- 07 15 17 63 16 mm 25 M5 M6
K- 07 15 17 64 16 mm 50 M5 M6
K- 07 1517 65 16 mm 80 M5 M6
K- 07 15 17 66 16 mm 100 M5 M6
K- 07 15 17 67 16 mm 125 M5 M6
K- 07 1517 68 16 mm 160 M5 M6
K- 07 15 17 69 16 mm 200 M5 M6
K-07 1517 70 20 mm 10 G1/8 M8
K-07 1517 71 20 mm 25 G1/8 M8
K-07 151772 20 mm 50 G1/8 M 8
K-07 151773 20 mm 80 G1/8 M8
K-07 1517 74 20 mm 100 G1/8 M8
K-07 151775 20 mm 125 G 1/8 M8
K-07 151776 20 mm 160 G1/8 M8
K-07 1517 77 20 mm 200 G1/8 M8
K-07 151778 20 mm 250 G1/8 M8
K-07 151779 20 mm 500 G1/8 M8
K- 07 1517 80 25 mm 10 G1/8 M 10 x 1.25
K- 07 15 17 81 25 mm 25 G1/8 M 10 x 1.25
K- 07 1517 82 25 mm 50 G1/8 M 10 x 1.25
K- 07 1517 83 25 mm 80 G1/8 M 10 x 1.25
K-07 15 17 84 25 mm 100 G1/8 M 10 x 1.25
K-07 1517 85 25 mm 125 G1/8 M 10 x 1.25
K- 07 1517 86 25 mm 160 G1/8 M 10 x 1.25
K-07 1517 87 25 mm 200 G1/8 M 10 x 1.25
K-07 1517 88 25 mm 250 G1/8 M 10 x 1.25
K- 07 15 17 89 25 mm 500 G1/8 M 10 x 1.25
Lisatarvikud

K-FUSSBEFESTIGUNG 5 Foot model
K-FLANSCHBEFESTIGUNGEN"1 Flange model
K-KOPFMUTTER DECKEL BODEN 2  Hexagon nut (for head)

—

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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K-RUNDZYLINDER DOPPOED
Round cylinders, double acting, magnetic, non-cushioned HANSA[/FLEX
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