
K-WV 3/2 5/2 NAMUR LB LF
3/2- and 5/2-way spool valves with NAMUR style interface and air
spring

Vaatamata põhjalikule kontrollile ei saa me vigade esinemist välistada ning ei vastuta olemasolevate andmete eest.
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Omadused
Vahendid Air, neutral gases (filtered)
Töörõhk 1.5 to 10 bar (552.11 and 552.12); 2.5 to 10 bar

(552.21 and 552.22)
Töötemperatuur -20 °C to +50 °C
Ühendus 1 - 3 G 1/4 (Port 1), G 1/4 (Port 3 and 5)
Ühendus 1/3 + 5 G 1/4 (Port 1), G 1/4 (Port 3 and 5)
Elektriühendus Plug connector PG 9
Sisaldub tarnepakendis Plug connector PG 9, conversion plate, screws

and seal
Võimsustarve 3 W=/5 VA~
Korpus Anodised aluminium
Siiber Stainless steel
Tihendusmaterjal NBR

Vihje
Lisaandmed saate soovi korral.

Kirjeldus
Pilot-operated 3/2- and 5/2-way spool valves with threaded ports and a NAMUR style interface with air purging function. By adding the conversion plate
supplied with each valve, the device can be adapted to 3/2-way function.
Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more
information.

Artikkel
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