K-WV 5/3 ELEKTROPNEU ZENT GESCHL 4V
5/3-way pilot valve, mid-position closed HANSA[/FLEX

Omadused
Todréhk 1.5 - 8 bar P 37
Temperatuuri ulatus -20 °C to +70 °C ATH %
Lébivoolu véartuse mddtmine At P1 = 8 bar, P2 = 6 bar and pressure drop N \ R / W
Ap =1 bar |7'F T‘\_l

Elektrilhendus Connector Type B acc. to ISO 4400 - SRt
min t86rdhk 1,5 bar Mid-position closed
Kaitse td IP 65

il P Zentrum geschlossen
Ventiilikorpus Aluminium alloy

Vihje
Lisaandmed saate soovi korral.
Artikkel
Ohutusiihendus Labivool Lilituspildi number Ehitussuurus
(L/min)
K- 07 1503 75 M5 M5 250 37 24V DC 100
K- 07 1503 76 G1/8 G 1/8 400 37 24V DC 100
K- 07 1503 77 G1/8 G 1/8 550 37 24V DC 200
K- 07 1503 78 G1/4 G1/8 550 37 24V DC 200
K- 07 1503 79 G1/4 G1/4 950 37 24V DC 300
K- 07 15 03 80 G 3/8 G 1/4 950 37 24V DC 300
K- 07 15 03 81 G 1/2" G1/2 1600 37 24V DC 400
K- 07 15 03 82 M5 M5 250 37 230V, 50 Hz 100
K- 07 15 03 83 G1/8 G 1/8 400 37 230V, 50 Hz 100
K- 07 15 03 84 G1/8 G 1/8 550 37 230V, 50 Hz 200
K- 07 15 03 85 G 1/4 G1/8 550 37 230V, 50 Hz 200
K- 07 15 03 86 G1/4 G 1/4 950 37 230V, 50 Hz 300
K- 07 15 03 87 G 3/8 G1/4 950 37 230V, 50 Hz 300
K- 07 15 03 88 G 1/2" G1/2 1600 37 230V, 50 Hz 400

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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