K-DRG MANO HANSA PRO

Pressure regulator, with pressure gauge, HANSA PRO

HANSAVFLEX

Omadused
Viljundréhk

Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa 0,1 - 2
barPa 0,2 - 4 barPa 0,5 - 10 barPa 0,5 - 16 bar

Aine temperatuur

-10°Cto +50 °C

Keskkonnatemperatuur  -10 °C to +50 °C
Vahendid Surudhk
Tadp Diaphragm pressure regulator with relieving

Kinnituse liik

Line mounting, panel mounting, mounting kit or
wall mounting

Kaivitamine / kaitse

lockable handwheel

Paigaldusasend

Any

Manomeetri Ghendus

G 1/4i

Nimilabivool G 1/2

5.100 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P =
1 bar)

Nimilabivool G 3/8

4.300 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta P =
1 bar)

Hi

149.5

Pe max 16 bar
Korpus PAG6
Membraan, tihendid Ms/NBR/PA6
Artikkel

Uhendus Reguleerimisvahemik Naiduvahemik Ehitussuurus
K- 07 25 21 36 G3/8i 0.1-1 bar 0-1,6 bar 2
K- 07 25 21 37 G3/8i 0.1-2bar 0-2,5bar 2
K- 07 25 21 38 G3/8i 0.2 -4 bar 0 -6 bar 2
K- 07 25 21 39 G3/8i 0.5-8bar 0-10 bar 2
K- 07 25 21 40 G3/8i 0.5-10 bar 0-16 bar 2
K- 07 25 21 41 G3/8i 0.5-16 bar 0- 25 bar 2
K- 07 25 21 42 G1/2i 0.1-1 bar 0-1,6 bar 2
K- 07 25 21 43 G1/2i 0.1-2bar 0-2,5bar 2
K- 07 25 21 44 G1/2i 0.2 -4 bar 0 -6 bar 2
K- 07 25 21 45 G1/2i 0.5-8 bar 0-10 bar 2
K- 07 25 21 46 G1/2i 0.5-10 bar 0-16 bar 2
K- 07 25 21 47 G1/2i 0.5-16 bar 0 - 25 bar 2

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.
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