K-WTEH 2-TEILIG HANSA PRO

2-part service unit, with manual/semi-automatic condensate drain and

pressure gauge, HANSA PRO HANSA[/FLEX

Omadused

Véljundrohk Pa 0,5 - 8 bar (Standart)Pa 0,1 - 1 barPa

0,1-2barPa 0,2 - 4 barPa 0,5 - 10 barPa

0,5- 16 bar

Aine temperatuur

-10°C to +50 °C

Keskkonnatemperatuur -10 °C to +50 °C
Vahendid Surudhk
Tuup Diaphragm pressure regulator with relieving,

centrifugal filter, mist lubricator

Kinnituse liik

Line mounting, panel mounting, mounting kit

or wall mounting

Kaivitamine / kaitse

lockable handwheel

Paigaldusasend

Vertical, drain down

Filtri peensus

5,00 um

Manomeetri Ghendus

G1/4i

max kondensaadi kogus 49 cc

max oli taitekogus 80 cc

Nimilédbivool G 1/2 3.500 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta
P =1 bar)

Nimilédbivool G 3/8 3.500 I/min (P1 = 10 bar, P2 = 6,3 bar/Delta
P =1 bar)

Oli dos. qv = 1000 l/min puhul ~ 1-2 drops / min (guideline)
PE max 12 16 bar

Filterelement Cellpor

Korpus PA66

Membraan, tihendid Ms/NBR/PA6

Tilgapuadur Polycarbonate

Olisort CL 32 acc. to DIN 51517 - ISO VG 32
Artikkel

Uhendus Reguleerimisvahemik Né&iduvahemik Mahuti

Ehitussuurus  Kondensaadi valjalaskeava

K-07252188 G3/8i 0.1-1 bar 0-1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252189 G3/8i 0.1-2bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252190 G3/8i 0.2 - 4 bar 0 - 6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252191 G3/8i 0.5 -8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252192 G3/8i 0.5-10 bar 0-16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252193 G3/8i 0.5-16 bar 0- 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252194 G1/2i 0.1-1 bar 0- 1,6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252195 G1/2i 0.1 -2 bar 0-2,5bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252196 G 1/2i 0.2 - 4 bar 0 - 6 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252197 G1/2i 0.5- 8 bar 0-10 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252198 G1/2i 0.5- 10 bar 0- 16 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252199 G1/2i 0.5 - 16 bar 0 - 25 bar polycarbonate with protective cage 2 manual / semi-automatic
K-07252200 G3/8i 0.1-1 bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K-07252201 G3/8i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252202 G3/8i 0.2 -4 bar 0 -6 bar zinc with visual display 2 manual / semi-automatic
K-07252203 G3/8i 0.5 - 8 bar 0-10 bar zinc with visual display 2 manual / semi-automatic
K-07252204 G3/8i 0.5- 10 bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252205 G3/8i 0.5 - 16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic
K-07252206 G1/2i 0.1-1 bar 0-1,6 bar zinc with visual display 2 manual / semi-automatic
K-07252207 G1/2i 0.1-2bar 0-2,5bar zinc with visual display 2 manual / semi-automatic
K-07252208 G1/2i 0.2 - 4 bar 0 - 6 bar zinc with visual display 2 manual / semi-automatic
K-07252209 G1/2i 0.5 - 8 bar 0- 10 bar zinc with visual display 2 manual / semi-automatic
K-07252210 G1/2i 0.5 -10 bar 0-16 bar zinc with visual display 2 manual / semi-automatic
K-07252211 G1/2i 0.5 - 16 bar 0 - 25 bar zinc with visual display 2 manual / semi-automatic

Vaatamata pohjalikule kontrollile ei saa me vigade esinemist vélistada ning ei vastuta olemasolevate andmete eest.

31.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



