
INDU WAS
Tuyau d'eau industrielle

En dépit du soin apporté aux vérifications, nous ne pouvons garantir une absence totale d'erreur et ne saurions être tenus responsables des indications contenues.
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Caractéristiques
Domaine d’utilisation Exploitations horticoles, agriculture

Tuyau basse pression pour l'industrie et le BTP
Couche intérieure Caoutchouc naturel et synthétique
Revêtement armature textile synthétique à haute résistance à

l'abrasion
Couche extérieure caoutchouc synthétique, résistant aux intempéries
Couleur noir
Température min. -25 °C
Température max. 70 °C
Médiums Eau

Air

Article
Désignation Pouce Ø intérieur Ø extérieur Pression de service Pression d’éclatement Rayon de courbure

min. 
Longueur des rouleaux

 (mm) (mm) (bar) (bar) (mm) (m)

INDU WAS 25-5
INDU WAS 28-5
INDU WAS 32-5.5
INDU WAS 38-6
INDU WAS 40-6.5
INDU WAS 45-7
INDU WAS 50-7
INDU WAS 60-7
INDU WAS 63-7
INDU WAS 70-7
INDU WAS 75-7
INDU WAS 80-8
INDU WAS 90-8
INDU WAS 102-7
INDU WAS 110-9
INDU WAS 127-9
INDU WAS 152-11
INDU WAS 203-11
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550
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