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Ball valves
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29.07.2025 HANSA-FLEX AG www.hansa-flex.com 1

Caractéristiques
Pression de service max. 70 bar (depending on temperature and

nominal size)
1.1/4" to 1.1/2" 20 °C: 70 bar, 60 °C: 55 bar, 100 °C: 35 bar,

150 °C: 6 bar, 180 °C: 4 bar, 200 °C: 0 bar
1/4" bis 1" 20 °C: 70 bar, 60 °C: 65 bar, 100 °C: 45 bar,

150 °C: 7 bar, 180 °C: 4 bar, 200 °C: 0 bar
2" 20 °C: 60 bar, 60 °C: 40 bar, 100 °C: 30 bar,

150 °C: 5 bar, 180 °C: 4 bar, 200 °C: 0 bar
Température de service 200 °C at 0 bar
Joint d'étanchéité 15 % RPTFE (glass fibre reinforced PTFE)
Manette Stainless steel 1.4301

Remarque
G thread acc. to DIN EN ISO 228-1, with ISO flange plate (acc. to ISO 5211)
Autres informations sur demande.

Informations supplémentaires
With ISO flange plate (acc. to ISO 5211)

Article
Désignation DN A B L Matériau
 (mm) (mm) (mm)
K- 07 30 14 78
K- 07 30 14 79
K- 07 30 14 80
K- 07 30 14 81
K- 07 30 14 82
K- 07 30 14 83
K- 07 30 14 84
K- 07 30 14 85

12
13
15
20
25
32
40
50

123,0
123,0
123,0
123,0
152,0
152,0
182,0
182,0

74,0
74,0
74,0
78,0
90,0
94,0
110,0
118,0

70,0
70,0
75,0
90,0
100,0
110,0
125,0
150,0

Stainless steel 1.4401/1.4408
Stainless steel 1.4401/1.4408
Stainless steel 1.4401/1.4408
Stainless steel 1.4401/1.4408
Stainless steel 1.4401/1.4408
Stainless steel 1.4401/1.4408
Stainless steel 1.4401/1.4408
Stainless steel 1.4401/1.4408


