
K-ANSCHLUSSNIP BALGSAUGER
Connection nipples for bellows suction pads, round, 1.5 and 2.5 folds

En dépit du soin apporté aux vérifications, nous ne pouvons garantir une absence totale d'erreur et ne saurions être tenus responsables des indications contenues.
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Caractéristiques
pour diamètre de conduite d'aspiration 32 - 52 mm

Remarque
Mini-sensor with housing and connection cable, analogue or digital output signal. Minimum size and low weight combined with high measuring accuracy.

Informations supplémentaires
Attention: The price does not include connection nipples. Please order separately.

Article
Désignation Filets Longueur VN 
 (mm)
K- 07 45 00 01
K- 07 45 00 02
K- 07 45 00 03
K- 07 45 00 04
K- 07 45 00 05
K- 07 45 00 06
K- 07 45 00 07

M 5 male
M 5 male
G 1/4 male
G 1/8 male
M 5 female
G 1/4 female
G 1/8 female

5,0
5,0
4,0
6,0
5,0
15,0
12,0

2,0
2,5
4,4
3,5
2,0
4,4
3,5

accessoire pour les produits suivants
K-BALGSAUGER 1,5 NBR Bellows suction pads, round, 1.5 folds, material NBR
K-BALGSAUGER 1,5 SILIKON Bellows suction pads, round, 1.5 folds, material silicone
K-BALGGREIFER 2,5 NBR Bellows suction pads, round, 2.5 folds, material NBR
K-BALGGREIFER 2,5 SILIKON Bellows suction pads, round, 2.5 folds, material silicone


