K-PRAEZ|I DRUCKREGLER MEM
Precision pressure regulators HANSA[/FLEX

Caractéristiques '—I{}i.
Pression d'entrée Max. 16 bar 2 !Ii
Température de fluide max. 60 °C ‘ . (ﬂi
Température ambiante  Max. 60 °C &?u}?f%'é“% of I
Médiums Mic)ro-filtered, unoiled compressed air (0.01 I I| &
m
Raccord pour manométre lJG 1/4 S — ? @3?
l:aAt(.arlau étanche N?R . ||’L @ o |_-,_ : f
oitier Die-cast zinc ol I 5 LS
Consommation d'air interne  0.01 I/min, depending on input pressure and ,,;.‘m‘___;. Iy

control range

Remarque

The given flow rates are based on the following parameters: 750 I/min: P1: 8 bar, P2: 2 bar, Ap < 0.2 bar
750 I/min: P1: 8 bar, P2: 3 bar, Ap < 0.5 bar

750 I/min: P1: 8 bar, P2: 5 bar, Ap < 0.7 bar

Autres informations sur demande.

Description
Diaphragm pressure regulators containing no non-ferrous metals, with self-relieving design for applications requiring an precise working pressure.

Informations supplémentaires
1500 I/min: P1: 10 bar, P2: 7 bar, Ap < 0.1 bar.

Article

Désignation Filets Plage de regulation

K- 07 25 09 36 G1/4 0.1-2bar 750 60,0 152,0 mm 120,0 32,0
K- 07 25 09 37 G1/4 0.1 -3 bar 750 60,0 152,0 mm 120,0 32,0
K- 07 25 09 38 G1/4 0.2 - 5 bar 750 60,0 152,0 mm 120,0 32,0

Piéces de rechange
K-HALTERBAUSATZ STANDARD  Holder

K-VERSCHLEI-SATZ Set of wearing parts
K-FILTERELEMENT Filter element
K-XV AGM 2 Double nipples, parallel male thread

En dépit du soin apporté aux vérifications, nous ne pouvons garantir une absence totale d'erreur et ne saurions étre tenus responsables des indications contenues.
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