
K-DRG VORDRUCK STANDARD-MINI
Pressure regulators

En dépit du soin apporté aux vérifications, nous ne pouvons garantir une absence totale d'erreur et ne saurions être tenus responsables des indications contenues.
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Caractéristiques
Pression d'entrée Max. 25 bar
Température de fluide max. 60 °C
Température ambiante Max. 60 °C
Matériau étanche NBR
Logement de ressort POM-brass
Boîtier Die-cast zinc, painted silver
Mesure de la valeur du débit At P1 = 8 bar, P2 = 6 bar and pressure drop

Δp = 1 bar
Autres indications User manual on request

Description
Compact, reversible diaphragm pressure regulators, independent of inlet pressure, with self-relieving design. The pressure setting can be locked by
pushing the knob down.

Article
Désignation Filets Plage de régulation Débit A B C D DN 
 (L/min) (mm) (mm) (mm)

K- 07 25 03 28
K- 07 25 03 29
K- 07 25 03 30
K- 07 25 03 31
 
K- 07 25 03 32
K- 07 25 03 33
K- 07 25 03 34
K- 07 25 03 35

G 1/8
G 1/8
G 1/8
G 1/8
 
G 1/4
G 1/4
G 1/4
G 1/4

0.1 - 3 bar
0.5 - 6 bar
0.5 - 10 bar
0.5 - 16 bar
 
0.1 - 3 bar
0.5 - 6 bar
0.5 - 10 bar
0.5 - 16 bar

330
330
330
330
 
330
330
330
330

40,0
40,0
40,0
40,0
 
40,0
40,0
40,0
40,0

76,3 mm
76,3 mm
76,3 mm
76,3 mm
 
76,3 mm
76,3 mm
76,3 mm
76,3 mm

15,0
15,0
15,0
15,0
 
15,0
15,0
15,0
15,0

61,3
61,3
61,3
61,3
 
61,3
61,3
61,3
61,3

5
5
5
5
 
5
5
5
5

Pièces de rechange
K-HALTERBAUSATZ Holder
K-SCHALTTAFELMUTTER Nut
K-LOESBARE DOPPELNIPPEL MS Double nipples

K-XV AGM MS NI
Double nipples, parallel
male thread, nickel-plated
brass

K-VERSCHLEI-SATZ Set of wearing parts


