K-WV 3/2 §/2 NAMUR LB FR
gézrr} gir:]cé d5/S2F;\r/:/r?g rsqutr)rlu valves with NAMUR style interface and HANSA ,/FLEX

Caractéristiques
Médiums Air, neutral gases (filtered)

Pression de service 1.5 to 10 bar (652.11 and 552.12); 2.5 to 10
bar (552.21 and 552.22)

Température de service -20 °C to +50 °C

Raccord 1 -3 G 1/4 (Port 1), G 1/4 (Port 3 and 5)
Raccord 1/3 + 5 G 1/4 (Port 1), G 1/4 (Port 3 and 5)
Raccord électrique Plug connector PG 9

joint a la livraison Plug connector PG 9, conversion plate,

screws and seal
Consommation de puissance 3 W=/5 VA~

Boitier Anodised aluminium
Tiroir Stainless steel
Matériau étanche NBR

Remarque

Autres informations sur demande.

Description
Pilot-operated 3/2- and 5/2-way spool valves with threaded ports and a NAMUR style interface with air purging function. By adding the conversion plate
supplied with each valve, the device can be adapted to 3/2-way function.

Filter regulators are also available with bowl guard or metal bowl. Filter regulators are also available in lockable version. Please ask for more
information.

Article

Désignation Tension Raccord 3 +5

K- 07 15 00 15 230V, 50 Hz G1/4 G 1/4 7 1250
K- 07 1500 16 24V DC G 1/4 G1/4 7 1250

En dépit du soin apporté aux vérifications, nous ne pouvons garantir une absence totale d'erreur et ne saurions étre tenus responsables des indications contenues.
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