
K-HUBBEGRENZEINH PU-DAEMPFER MXS
MXS stroke adjuster with PU-buffer

En dépit du soin apporté aux vérifications, nous ne pouvons garantir une absence totale d'erreur et ne saurions être tenus responsables des indications contenues.
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Caractéristiques
Série MXS

Description
Stroke adjuster extension end with PU bumper, series MXS, adjustment range for extension stroke: 0 - 5 mm, piston diameter 12 mm

Article
Désignation Ø pistons Définition Plage de réglage
 (mm)
K- 07 55 01 76
K- 07 55 01 77
K- 07 55 01 78
K- 07 55 01 79
K- 07 55 01 80
K- 07 55 01 81
K- 07 55 01 82
K- 07 55 01 83
K- 07 55 01 84
K- 07 55 01 85
K- 07 55 01 86
K- 07 55 01 87
K- 07 55 01 88
K- 07 55 01 89
K- 07 55 01 90
K- 07 55 01 91
K- 07 55 01 92
K- 07 55 01 93
K- 07 55 01 94
K- 07 55 01 95
K- 07 55 01 96
K- 07 55 01 97
K- 07 55 01 98
K- 07 55 01 99
K- 07 55 02 00
K- 07 55 02 01
K- 07 55 02 02
K- 07 55 02 03
K- 07 55 02 04
K- 07 55 02 05
K- 07 55 02 06
K- 07 55 02 07
K- 07 55 02 08
K- 07 55 02 09
K- 07 55 02 10
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K- 07 55 02 14
K- 07 55 02 15
K- 07 55 02 16
K- 07 55 02 17
K- 07 55 02 18
K- 07 55 02 19
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Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with PU damper
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber
Stroke unit with shock absorber

for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 15 mm
for advance stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 15 mm
for return stroke: 25 mm
for return stroke: 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 15 mm
for return stroke: 0 - 25 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 5 mm
for advance stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm
for return stroke: 0 - 5 mm


