K-STOSSDAEMPFER RB
Shook absorber RB HANSAVFLEX

Caractéristiques
Série RB

Autres indications  high power density through hydraulic function
principle results in min.. size
Impact speed up to max. 5 m/ sec.
Annular surface at the front side can be used as a
mechanical stop

Description

Shock absorber, series RB, high power density from hydraulic design principle results in min. dimensions, impact speed up to max. 5 m/sec., the
annulus on the end can be used as a mechanical stop, basic version, thread M 8 x 1, stroke 6 mm

Atrticle
Désignation Chariot élévateur Fabrication Définition

(mm)
K- 07 55 02 24 5 basic model Shock absorber M8x1
K- 07 55 02 25 6 basic model Shock absorber M8x1
K- 07 55 02 27 6 basic model Shock absorber M10x1
K- 07 55 02 28 7 basic model Shock absorber M10x1
K- 07 55 02 30 11 basic model Shock absorber M14x1,5
K- 07 55 02 31 12 basic model Shock absorber M14x1,5
K- 07 55 02 33 15 basic model Shock absorber M20x 1,5
K- 07 55 02 35 25 basic model Shock absorber M 27 x 1,5

En dépit du soin apporté aux vérifications, nous ne pouvons garantir une absence totale d'erreur et ne saurions étre tenus responsables des indications contenues.
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