RT VA
Redukcijski vijéani spoj, T oblik HANSA[/ FLEX

Karakteristike
vodoravno Prikljuéak 1-3  metricki vanjski navoji, cilindri¢ni

Oblik brtve 1 -3 24° unutarnji konus

Izvedba Redukcijski vij¢ani spoj

Oblik izrade T oblik

Norma 1ISO 8434-1

Opseg isporuke Nastavak s preturnom maticom i nareznim
prstenom

Materijal Oplemenjeni Celik

Napomena

Upute za montazu, ugradnju, tlaéno opterecenje i dopustene radne temperature pronadi éete u tehnikim informacijama za vijéane spojeve cijevi.

Artikl
Serija Radni tlak bari D1

RTNW 0406 04 HLVA L PN 315 6 8 6 26 11,0 26 11,0 29,0 14,0 14 14 17 14
RTNW 0408 04 HLVA L PN 315 6 10 6 30 15,0 30 15,0 30,0 15,0 17 14 19 14
RT NW 06 04 06 HL VA L PN 315 8 6 8 29 14,0 29 14,0 29,0 14,0 14 17 14 17
RT NW 06 08 06 HL VA L PN 315 8 10 8 30 15,0 30 150 30,0 15,0 17 17 19 17
RTNW 06 10 06 HLVA L PN 315 8 12 8 32 17,0 32 17,0 32,0 17,0 19 17 22 17
RTNW 08 04 08 HLVA L PN 315 10 6 10 30 15,0 30 150 30,0 15,0 17 19 14 19
RTNW 0806 08 HLVA L PN 315 10 8 10 30 150 30 15,0 30,0 15,0 17 19 17 19
RTNWO080804 HLVA L PN 315 10 10 6 30 150 30 15,0 30,0 15,0 17 19 19 14
RTNWO08 1008 HLVA L PN 315 10 12 10 32 19,0 32 19,0 32,0 15,0 17 19 22 19
RTNWO081308HLVA L PN 315 10 15 10 36 21,0 36 21,0 36,0 21,0 19 19 27 19
RTNW 1004 10HLVA L PN 315 12 6 12 32 17,0 32 17,0 32,0 17,0 19 22 14 22
RTNW 1006 06 HLVA L PN 315 12 8 8 32 17,0 32 17,0 32,0 17,0 19 22 17 17
RTNW 1006 10 HLVA L PN 315 12 8 12 32 17,0 32 17,0 32,0 17,0 19 22 17 22
RTNW1008 08 HLVA L PN 315 12 10 10 32 17,0 32 17,0 32,0 17,0 19 22 19 19
RTNW1008 10 HLVA L PN 315 12 10 12 32 17,0 32 17,0 32,0 17,0 19 22 19 22
RTNW101008 HLVA L PN 315 12 12 10 32 17,0 32 17,0 32,0 17,0 19 22 22 19
RTNW101310HLVA L PN 315 12 15 12 36 21,0 36 21,0 36,0 21,0 19 2 21 22
RTNW 1016 10HLVA L PN 315 12 18 12 39 240 39 24,0 40,0 235 24 2 32 22
RTNW 1304 13HLVA L PN 315 15 6 15 36 21,0 36 21,0 36,0 21,0 19 21 14 27
RTNW 1306 13HLVA L PN 315 15 8 15 36 21,0 36 21,0 36,0 21,0 19 21 17 27
RTNW 1308 13HLVA L PN 315 15 10 15 36 21,0 36 21,0 36,0 21,0 19 21 19 27
RTNW131010HLVA L PN 315 15 12 12 36 21,0 36 21,0 36,0 21,0 19 27 22 22
RTNW131013HLVA L PN 315 15 12 15 36 21,0 36 21,0 36,0 21,0 19 21 22 27
RTNW131310HLVA L PN 315 15 15 12 36 21,0 36 21,0 36,0 21,0 19 21 21 22
RTNW 1606 16 HLVA L PN 315 18 8 18 40 23,5 40 235 390 240 24 2 17 32
RTNW 1608 08 HLVA L PN 315 18 10 10 39 23,5 39 24,0 39,0 240 24 32 19 19
RTNW 1608 16 HLVA L PN 315 18 10 18 40 23,5 40 235 39,0 240 24 32 19 32
RTNW 1610 16 HLVA L PN 315 18 12 18 40 23,5 40 235 39,0 240 24 32 22 32
RTNW16 1316 HLVA L PN 315 18 15 18 40 235 40 23,5 390 240 24 32 21 32
RTNW16 16 08 HLVA L PN 315 18 18 10 39 235 39 240 400 235 24 32 32 19
RTNW 200820 HLVA L PN 160 22 10 22 44 27,5 44 275 43,0 28,0 27 3% 19 36
RTNW201020 HLVA L PN 160 22 12 22 44 27,5 44 275 43,0 28,0 27 36 22 36
RTNW201313HLVA L PN 160 22 15 15 43 27,5 43 28,0 43,0 28,0 27 36 27 27
RTNW201320HLVA L PN 160 22 15 22 44 27,5 44 275 43,0 28,0 27 36 27 36
RTNW2016 16 HLVA L PN 160 22 18 18 44 27,5 44 275 440 275 27 36 32 32
RTNW2016 20 HLVA L PN 160 22 18 22 44 27,5 44 275 440 275 27 36 32 36
RTNW202016 HLVA L PN 160 22 22 18 44 27,5 44 27,5 440 275 27 3% 36 32
RTNW250825HLVA L PN 160 28 10 28 47 30,5 47 30,5 46,0 31,0 36 41 19 H
RTNW251025HLVA L PN 160 28 12 28 47 30,5 47 30,5 46,0 31,0 36 41 22 H
RTNW251325HLVA L PN 160 28 15 28 47 30,5 47 30,5 46,0 31,0 36 4 27 41
RTNW2516 25 HLVA L PN 160 28 18 28 47 30,5 47 30,5 47,0 30,5 36 41 32 41
RTNW252020 HLVA L PN 160 28 22 22 47 30,5 47 30,5 47,0 30,5 36 41 36 36
RTNW252025HLVA L PN 160 28 22 28 47 30,5 47 30,5 47,0 30,5 36 41 36 41
RTNW253225HLVA L PN 160 28 35 28 45 30,5 45 30,5 530 345 4 41 50 41
RTNW321032HLVA L PN 160 35 10 35 53 345 53 34,5 26,0 15,0 41 50 19 50
RTNW321332HLVA L PN 160 35 15 35 52 345 52 345 330 21,0 M 50 27 50

—

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
14.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



RT VA
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Artikl

Serija Radni tlak bari D1

RTNW321632HLVA L PN 160 35 18 35 52 345 52 345 235 395 M 50 32 50
RTNW322032HLVA L PN 160 35 22 35 56 345 56 345 540 375 M 50 36 50
RTNW322532HLVA L PN 160 35 28 35 56 345 56 345 540 375 M 50 41 50
RTNW324032HLVA L PN 160 35 42 35 52 345 52 345 56,0 40,0 50 50 60 50
RTNW401340HLVA L PN 160 42 15 42 56 40,0 56 40,0 325 210 50 60 27 60
RTNW4016 40 HLVA L PN 160 42 18 42 56 40,0 56 40,0 36,0 235 50 60 32 60
RTNW402040 HLVA L PN 160 42 22 42 56 40,0 56 40,0 400 235 50 60 36 60
RTNW402540HLVA L PN 160 42 28 42 56 40,0 56 40,0 430 305 50 60 50 60
RTNW403240HLVA L PN 160 42 35 42 56 40,0 56 40,0 520 345 50 60 50 60
RTNWO060306 HSVA S PN 630 10 6 10 34 17,5 34 175 330 180 19 2 17 22
RTNWO060406 HSVA S PN 630 10 8 10 26 15,0 26 150 250 140 17 2 171 22
RTNWO080308HSVA S PN 630 12 6 12 38 21,5 38 21,5 370 220 22 24 17 24
RTNWO0804 04 HSVA S PN 630 12 8 8 37 21,5 37 220 370 220 22 24 19 19
RTNWO08 04 08 HSVA S PN 630 12 8 12 38 21,5 38 21,5 370 220 22 24 19 24
RTNWO0806 08 HSVA S PN 630 12 10 12 38 21,5 38 21,5 380 2156 22 24 22 24
RTNWO08 1308 HSVA S PN 400 12 16 12 42 255 42 2555 430 245 24 24 30 24
RTNW100410HSVA S PN 630 14 8 14 40 22,0 40 220 370 220 19 21 19 27
RTNW1006 10HSVA S PN 630 14 10 14 40 22,0 40 220 390 225 19 21 22 27
RTNW130313HSVA S PN 400 16 6 16 43 245 43 245 41,0 260 24 30 17 30
RTNW130413HSVA S PN 400 16 8 16 43 245 43 245 41,0 260 24 30 19 30
RTNW1306 13HSVA S PN 400 16 10 16 43 245 43 245 42,0 255 24 30 22 30
RTNW1308 13HSVA S PN 400 16 12 16 43 245 43 245 420 255 24 30 24 30
RTNW131013HSVA S PN 400 16 14 16 48 26,5 48 265 46,0 265 24 30 27 30
RTNW131613HSVA S PN 400 16 20 16 48 285 48 2855 480 265 27 30 36 30
RTNW160416 HSVA S PN 400 20 8 20 48 26,5 48 265 41,0 260 27 36 19 36
RTNW1606 16 HSVA S PN 400 20 10 20 48 26,5 48 26,5 46,0 295 27 36 22 36
RTNW160816 HSVA S PN 400 20 12 20 48 26,5 48 26,5 46,0 295 27 36 24 36
RTNW16 1016 HSVA S PN 400 20 14 20 48 26,5 48 26,5 46,0 295 27 36 30 36
RTNW16 1316 HSVA S PN 400 20 16 20 48 26,5 48 265 470 285 27 36 30 36
RTNW162016 HSVA S PN 400 20 25 20 53 315 53 31,5 540 300 36 36 46 36
RTNW200620HSVA S PN 400 25 10 25 54 30,0 54 30,0 46,0 295 36 46 22 46
RTNW200820HSVA S PN 400 25 12 25 54 30,0 54 30,0 46,0 265 36 46 24 46
RTNW201020HSVA S PN 400 25 14 25 54 300 54 300 46,0 295 36 46 27 46
RTNW201320HSVA S PN 400 25 16 25 54 30,0 54 300 520 335 36 46 30 46
RTNW201620HSVA S PN 400 25 20 25 54 31,0 54 3000 530 315 36 46 36 46
RTNW202520 HSVA S PN 400 25 30 25 61 370 61 370 620 355 M 46 50 46
RTNW250825 HSVA S PN 400 30 12 30 62 355 62 355 460 295 M 50 24 50
RTNW251325HSVA S PN 400 30 16 30 62 355 62 355 590 405 M 46 30 50
RTNW251625HSVA S PN 400 30 20 30 62 355 62 355 600 385 41 50 36 50
RTNW252025HSVA S PN 400 30 25 30 62 355 62 355 610 370 M 50 46 50
RTNW253225HSVA S PN 400 30 38 30 62 355 62 355 670 410 50 50 60 50
RTNW321332HSVA S PN 315 38 16 38 67 41,0 67 41,0 490 245 50 60 30 60
RTNW321632HSVA S PN 315 38 20 38 67 41,0 67 41,0 540 265 50 60 36 60
RTNW322032HSVA S PN 315 38 25 38 67 41,0 67 41,0 500 30,0 50 60 46 60
RTNW322532HSVA S PN 315 38 30 38 67 410 67 410 580 355 50 60 50 60

Serija: LL =veoma lagan L =lagan S =tezak — PN = nazivnitlak PB =maks. radnitlak — D1, D2, D3 = vanjski promjer cijevi

Varijante proizvoda
RT Redukgijski vijéani spoj, T oblik, Celik
XRT VA Redukcijski vij¢ani spoj, T oblik, Oplemenjeni Celik
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