GAR VA
Navrini viicani spo HANSAVFLEX

Karakteristike s 81
Prikljuéak 1 BSP unutarnji navoj, cilindricni
Oblik brtve 1 Profil A

Prikljucak 2 metri€ki vanjski navaoiji, cilindri¢ni
Oblik brtve 2 24° unutarnji konus
lzvedba Nauvrtni vijéani spoj
Oblik izrade ravno
Norma DIN 2353

1ISO 8434-1 \ i
Opseg isporuke  Nastavak s preturnom maticom i nareznim prstenom -":
Materijal Oplemenjeni ¢elik
Artikl

Radni tlak bari

GAR NW 04 HL VA L PN 315 6 G 1/8"- 28 M12x1,5 12,0 34,0 19,0 14 14
GARNW 04 HL1/4VA L PN 315 6 G 1/4"-19 M12x1,5 12,0 34,0 19,0 14 14
GARNW 04 HL 3/8 VA L PN 315 6 G 3/8"-19 M12x1,5 12,0 36,0 21,0 22 14
GARNW 04 HL1/2VA L PN 315 6 G1/2"-14 M12x1,5 20,0 46,0 31,0 27 14
GAR NW 06 HL VA L PN 315 8 G 1/4"-19 M14x1,5 17,0 39,0 24,0 19 17
GARNW 06 HL 3/8 VA L PN 315 8 G 3/8"-19 M14x1,5 17,0 36,0 21,0 22 17
GARNWO06 HL1/2VA L PN 315 8 G 1/2"-14 M14x1,5 20,0 44,0 29,0 27 17
GAR NW 08 HL VA L PN 315 10 G 1/4"-19 M16x 1,5 17,0 40,0 25,0 19 19
GARNWO08 HL 3/8 VA L PN 315 10 G 3/8"-19 M16x 1,5 17,0 40,0 26,0 22 19
GARNWO8 HL1/2VA L PN 315 10 G1/2"-14 M16x 1,5 20,0 45,0 30,0 27 19
GARNW 10 HL 1/4VA L PN 315 12 G1/4"-19 M18x1,5 17,0 41,0 25,0 19 22
GAR NW 10 HL VA L PN 315 12 G 3/8"-19 M18x1,5 17,0 41,0 26,0 22 22
GARNW 10 HL1/2VA L PN 315 12 G1/2"-14 M18x 1,5 20,0 44,0 30,0 27 22
GARNW 13 HL3/8VA L PN 315 15 G 3/8"-19 M22x1,5 17,0 46,0 27,0 24 27
GAR NW 13 HL VA L PN 315 15 G 1/2"-14 M22x1,5 20,0 45,0 30,0 27 27
GARNW 16 HL 3/8 VA L PN 315 18 G 3/8"-19 M 26 x 1,5 17,5 47,0 26,5 27 32
GAR NW 16 HL VA L PN 315 18 G 1/2"-14 M 26 x 1,5 20,0 46,0 29,5 27 32
GARNW 20HL 1/2VA L PN 160 22 G1/2"-14 M30x2 20,0 55,0 33,5 32 36
GAR NW 20 HL VA L PN 160 22 G 3/4"-14 M30x2 22,0 51,0 34,5 32 36
GAR NW 25 HL VA L PN 160 28 G1"-11 M 36 x 2 24,5 53,5 37,0 41 41
GAR NW 32 HL VA L PN 160 35 G1,1/4" - 11 M45x 2 26,5 60,5 39,0 50 50
GAR NW 40 HL VA L PN 160 42 G1,1/2"-11 M52 x 2 28,5 63,5 40,5 55 60
GARNWO3HS1/8VA S PN 400 6 G 1/8"-28 M14x1,5 12,0 34,0 19,0 14 14
GAR NW 03 HS VA S PN 400 6 G 1/4"-19 M 14 x1,5 17,0 41,0 26,0 19 17
GAR NW 04 HS VA S PN 400 8 G1/4"-19 M16x 1,5 17,0 41,0 26,0 19 19
GAR NW 06 HS VA S PN 400 10 G 3/8"-19 M18x1,5 17,0 42,0 26,5 24 22
GARNWO06HS1/2VA S PN 400 10 G1/2"-14 M18x1,5 20,0 49,5 30,5 27 22
GARNWO08HS1/4VA S PN 400 12 G 1/4"-19 M20x1,5 17,0 46,0 27,5 22 24
GAR NW 08 HS VA S PN 400 12 G 3/8"-19 M20x 1,5 17,0 42,0 26,5 24 24
GARNWO8HS12VA S PN 400 12 G 1/2"-14 M20x 1,5 20,0 50,0 30,5 27 24
GAR NW 10 HS VA S PN 400 14 G 1/2"-14 M22x1,5 20,0 50,0 32,0 27 27
GAR NW 13 HS VA S PN 400 16 G1/2"-14 M24x1,5 20,0 50,0 31,5 27 30
GARNW 16 HS3/8 VA S PN 315 20 G 3/8"-19 M30x2 17,0 50,0 30,0 24 36
GARNW 16 HS 1/2VA S PN 315 20 G1/2"-14 M30x2 20,0 57,0 32,5 32 36
GAR NW 16 HS VA S PN 315 20 G 3/4" -14 M30x2 22,0 56,0 34,5 36 36
GAR NW 20 HS VA S PN 315 25 G1"-11 M 36 x 2 24,5 61,5 37,5 41 46
GAR NW 25 HS VA S PN 315 30 G1,1/4" - 11 M42x 2 26,5 68,5 42,0 50 50
GAR NW 32 HS VA S PN 250 38 G1,1/2"- 11 M52 x 2 28,5 74,5 43,5 60 60

Serija: LL = veoma lagan L =lagan S =tezak — PN = nazivnitlak PB =maks. radnitlak — @ d2 = vanjski promjer cijevi

Varijante proizvoda

GAR Navrtni vijgani spoj, Celik

GAR MG Navrtni vij¢ani spoj, Mjed

XGAR VA  Navrtni vij¢ani spoj, Oplemenjeni celik

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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