W90 O HB
Uvrtni nastavak, AGR kut 90° HANSA,/ FLEX

Karakteristike

Prikljudak 1 UN/UNF vanijski navoji

Oblik brtve 1 O prstenasta brtva na uvrtnom nastavku
Prikljucak 2 BSP vanjski navoj, cilindricni

Oblik brtve 2 60° unutarnji konus

Izvedba Uvrtni nastavci

Oblik izrade Kutevi 90°

Materijal Celik

Povrdinska zastita  galvanski premaz

Artikl
Naziv G1 G2 SW S1 OR

(mm)
W90 O 04 HB 02 7/16" -20 UNF G 1/8" - 28 11 17 8,92 x 1,83
W90 O 04 HB 7/16" -20 UNF G1/4"-19 11 17 8,92x1,83
WS90 O 04 HB 06 7/16" -20 UNF G 3/8"-19 14 17 8,92 x1,83
W90 O 05 HB 02 1/2" -20 UNF G 1/8"-28 14 19 10,52 x 1,83
WS90 O 05 HB 04 1/2" -20 UNF G 1/4"-19 14 19 10,52 x 1,83
W90 O 06 HB 04 9/16" - 18 UNF G1/4"-19 14 21 11,90 x 1,98
W90 O 06 HB 9/16" - 18 UNF G 3/8"-19 14 21 11,90 x 1,98
W90 O 08 HB 04 3/4" - 16 UNF G 1/4"-19 19 25 16,36 x 2,20
W90 O 08 HB 06 3/4" - 16 UNF G 3/8"-19 19 25 16,36 x 2,20
W90 O 08 HB 3/4" - 16 UNF G 1/2"-14 19 25 16,36 x 2,20
W80 O 08 HB 12 3/4" - 16 UNF G 3/4" -14 22 25 16,36 x 2,20
W30 O 10 HB 06 7/8" -14 UNF G 3/8"-19 22 30 19,18 x 2,46
W80 O 10 HB 08 7/8" -14 UNF G1/2"-14 22 30 19,18 x 2,46
W90 O 10 HB 7/8" -14 UNF G 5/8"-14 22 30 19,18 x 2,46
W90 O 10 HB 12 7/8" -14 UNF G 3/4"-14 22 30 19,18 x 2,46
W90 O 12 HB 08 1.1/16" -12 UN G 1/2"-14 27 36 23,47 x 2,95
W90 O 12 HB 1.1/16" -12 UN G 3/4" -14 27 36 23,47 x 2,95
WS90 O 12 HB 16 1.1/16" -12 UN G1"-11 33 36 23,47 x 2,95
W90 O 16 HB 12 1,6/16" -12 UN G 3/4"-14 33 45 29,74 x 2,95
W80 O 16 HB 1,6/16" -12 UN G1"-11 33 45 29,74 x 2,95
W90 O 16 HB 20 1,56/16" -12 UN G1,1/4"- 11 41 45 29,74 x 2,95
W90 O 20 HB 16 1,5/8" -12 UN G1"-11 41 55 37,47 x 3,00
W90 O 20 HB 1,6/8" -12 UN G1,1/4"- 11 41 55 37,47 x 3,00

SW, 81, S2 = §irina klju¢a

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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