
RB
Cijevni luk 90°

Usprkos pažljivoj provjeri ne mogu se isključiti pogreške i zbog toga ne preuzimamo odgovornost za sadržane podatke.
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Karakteristike
Izvedba Cijevni luk 90°
Norma DIN 2391/C
Materijal Čelik ST 37.4 NBK (1.0255)
Površinska zaštita fosfatirana i nauljena

Opis
Bešavni lukovi cijevi 90° za najmanje gubitke strujanja.

Artikl
Naziv Unutrašnji Ø cijevi Unutarnji Ø S Promjer luka R a b L1 L2 
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RB 25-2
RB 25-2.5
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RB 38-3
RB 38-4
RB 38-5
RB 42-2
RB 42-3
RB 50-6
RB 65-8
RB 80-10

14,0
15,0
15,0
16,0
18,0
18,0
20,0
20,0
20,0
22,0
22,0
22,0
22,0
25,0
25,0
25,0
25,0
28,0
28,0
28,0
30,0
30,0
30,0
35,0
35,0
38,0
38,0
38,0
38,0
42,0
42,0
50,0
65,0
80,0

11,0
12,0
11,0
12,0
15,0
14,0
16,0
15,0
14,0
19,0
18,0
17,0
15,0
21,0
20,0
19,0
17,0
25,0
24,0
22,0
25,0
24,0
22,0
31,0
29,0
33,0
32,0
30,0
28,0
38,0
36,0
38,0
49,0
60,0

1,50
1,50
2,00
2,00
1,50
2,00
2,00
2,50
3,00
1,50
2,00
2,50
3,50
2,00
2,50
3,00
4,00
1,50
2,00
3,00
2,50
3,00
4,00
2,00
3,00
2,50
3,00
4,00
5,00
2,00
3,00
6,00
8,00
10,00

30
30
30
30
36
36
36
36
36
38
38
38
38
44
44
44
44
48
48
48
50
50
50
60
60
65
65
65
65
80
80
210
210
150

200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
200,0
100,0
110,0
120,0

40,0
40,0
40,0
40,0
35,0
35,0
45,0
45,0
45,0
40,0
40,0
40,0
40,0
50,0
50,0
50,0
50,0
50,0
50,0
50,0
60,0
60,0
60,0
65,0
65,0
75,0
75,0
75,0
75,0
85,0
85,0
100,0
110,0
120,0

230,0
230,0
230,0
230,0
236,0
236,0
236,0
236,0
236,0
238,0
238,0
238,0
238,0
244,0
244,0
244,0
244,0
248,0
248,0
248,0
250,0
250,0
250,0
260,0
260,0
265,0
265,0
265,0
265,0
280,0
280,0
310,0
320,0
330,0

70,0
70,0
70,0
70,0
71,0
72,0
81,0
81,0
81,0
78,0
78,0
78,0
78,0
94,0
94,0
94,0
94,0
98,0
98,0
98,0
110,0
110,0
110,0
125,0
125,0
140,0
140,0
140,0
140,0
165,0
165,0
310,0
320,0
330,0


