AFS 90 SRE M (3000 / 6000 PSI)

SAE prirubnica za zavarivanje, kut 90°

HANSAVFLEX
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s kompletom metrickih vijaka i O prstenom

Materijal

$355J2G3 (ST52.3)

Povrsinska zastita

crno nauljeno

Napomena

Navedeni maksimalni radni tlak odnosi se na prirubnicu! Stvarni radni tlak odreduje cijev (debljina stjenke) i kvaliteta cijevi!

Artikl

Tlacni Veli¢i- Cijev

niz
AFS 80/90 SRE20 M  3000PSI 250 1/2" 20x 3 20 14 13 381 540 175 60 48 16 20 37 90 (@4x)yM8x30
AFS 80/90 SRE22M  3000PSI 160 1/2" 22x2 22 18 13 381 540 175 60 48 16 20 37 90 (4x)M8x30
AFS 80/90 SRE25M  3000PSI 250 1/2" 25x3 25 19 13 31 540 175 60 48 16 20 37 90 (4x)M8x30
AFS 80/90 SRE28 M  3000PSI 160 1/2" 28x3 28 22 13 31 540 175 60 48 16 20 37 90 (4x)M8x30
AFS 100/90 SRE25M  3000PSI 250 3/4" 25x3 25 19 19 46 650 223 63 50 18 24 38 110 (4x)M10x35
AFS 100/90 SRE28 M 3000PSI 160 3/4" 28x3 28 22 19 46 650 223 63 50 18 24 38 110 (4x)M10x35
AFS 100/90 SRE30M  3000PSI 250 3/4" 30x4 30 22 19 476 650 223 63 50 18 24 38 110 (4x)M10x35
AFS 100/90 SRE35M  3000PSI 160 3/4" 35x4 35 27 19 476 650 223 63 50 18 24 38 110 (4x)M10x35
AFS 102/90 SRE30M  3000PSI 250 1" 30x4 30 22 25 524 700 262 70 60 19 28 43 10 (4x)M10x35
AFS 102/90 SRE35M  3000PSI 160 1" 35x4 35 27 25 524 700 22 70 60 19 28 43 110 (4x)M10x35
AFS 102/90 SRE38M  3000PSI 250 1" 38 x4 38 30 25 524 700 22 70 60 19 28 43 110 (4x)M10x35
AFS 102/90 SRE42M  3000PSI 160 1" 42x3 42 36 25 524 700 262 70 60 19 28 43 10 (4x)M10x35
AFS 104/90 SRE38M  3000PSI 250 1.1/4"  38x4 38 30 32 87 790 32 85 68 21 34 51 15  (4x)M10x40
AFS 104/90 SRE42M  3000PSI 160 114" 42x3 42 36 32 87 790 302 85 68 21 34 51 15  (4x)M10x40
AFS 104/90 SRE48 M  3000PSI 160 114" 483x45 49 39 32 57 790 302 85 68 21 34 51 15 (4x)M10x40
AFS 106/90 SRE38M  3000PSI 210 112" 38x4 38 30 38 699 930 37 95 78 25 38 56 135 (4x)M12x45
AFS 106/90 SRE42M  3000PSI 160 112" 42x3 42 36 38 699 930 37 95 78 25 38 56 135 (4x)M12x45
AFS 106/90 SRE48 M 3000PSI 160 112" 483x45 49 39 38 699 930 37 95 78 25 38 56 135 (4x)M12x45
AFS 108/90 SRE60M  3000PSI 200 2" 60,3x56 61 49 51 778 1100 429 110 90 25 42 65 135 (4x)M12x45
AFS 108/90 SRE76 M 3000PSI 200 2" 761x71 77 62 51 778 1100 429 10 90 25 42 65 135 (4x)M12x45
AFS 401/90 SRE20M  6000PSI 315 1/2" 20x 3 20 14 13 405 564 182 60 48 16 20 37 90 (@x)yM8x30
AFS 401/90 SRE25M  6000PSI 315 1/2" 25x4 25 17 13 405 564 182 60 48 16 20 37 90 (@4x)yM8x30
AFS 402/90 SRE25M  6000PSI 315 3/4" 25x4 25 17 19 s08 713 238 70 60 19 28 43 110 (4x)M10x35
AFS 402/90 SRE30M  6000PSI 315 3/4" 30x4 30 22 19 508 713 238 70 60 19 28 43 10 (4x)M10x35
AFS 403/90 SRE30M  6000PSI 315 1" 30x4 30 22 25 572 810 =278 85 70 21 34 51 130 (4x)M12x45
AFS 403/90 SRE38M  6000PSI 315 1" 38x5 38 28 25 572 810 278 85 70 21 34 51 130  (4x)M12x45
AFS 404/90 SRE38M  6000PSI 315 1.1/4"  38x5 38 28 32 666 952 318 95 78 25 38 56 145 (4x)M14x45
AFS 404/90 SRE48 M  6000PSI 315 1.1/4"  48,3x8 49 32 32 66 952 318 95 78 25 38 56 145 (4x)M14x45
AFS 405/90 SRE38M  6000PSI 315 112" 38x5 38 28 38 793 1128 35 110 94 25 42 65 170 (4x)M16x50
AFS 405/90 SRE48 M  6000PSI 315 112" 48,3x8 49 32 38 793 1128 365 110 94 25 42 65 170 (4x)M16x50
AFS 405/90 SRE60M  6000PSI 315 112" 60,3x10 61 40 38 793 1128 365 110 94 25 42 65 170 (4x)M16x50
AFS 406/90 SRE6O0M  6000PSI 315 2" 60,3x10 61 40 51 %8 1360 445 133 108 35 45 75 210 (4x)M20x110
AFS 406/90 SRE76 M 6000PSI 315 2" 76,1x125 74 50 51 %8 1340 445 150 106 35 45 92 210 (4x)M20x110
PN = nazivni tlak PB = maks. radni tlak
Varijante proizvoda
AFS 90 SRE (3000 PSI) SAE prirubnica za zavarivanje, kut 90°, samo prirubnica
AFS 90 SRE U (3000 / 6000 PSI) SAE prirubnica za zavarivanje, kut 90°, s UNC kompletom vijaka i O prstenom
Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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