SFCE M (3000 / 6000 PSI)
SAE prirubnica s vanjskim navojem HANSA[/FLEX

Karakteristike

Norma DIN 3901/3902
Oblik izrade ravno
Izvedba SAE prirubnica s vanjskim navojem

Opseg isporuke s 2 polovice prirubnice, kompletom vijaka, O
prstenom, maticom i nareznim prstenom

Materijal S355J2G3 (C22)
PovrSinska zadtita  galvanski premaz

Napomena
Prirubnica, odn. cijev koja se navaruje odreduju navedeni nazivni tlak odreduje nakon SAE J 518 C.

Artikl

Tlaéni niz Ser- @ Velici- A

E] na
(mm)

SFCE3001L15M 3000PSI L 15 315 1/2"  M22x15 302 16/20 381 54 175 456 482 56 7,0 87 M8x30 24
SFCE3001L22M 3000PSI L 22 160 1/2" M30x2 302 13 381 54 175 456 531 62 7,5 87 M8x30 27
SFCE 3002L18M 3000PSI L 18 315  3/4" M26x15 381 15/20 476 65 222 518 532 62 7,5 107 M10x35 30
SFCE3002L22M 3000PSI L 22 160 3/4" M30x2 381 19 476 65 222 518 532 62 7,5 107 M10x35 30
SFCE3002L28M 3000PSI L 28 160 3/4" M36x2 381 19 476 65 222 518 532 62 7,5 107 M10x35 30
SFCE3003L28M  3000PSI L 28 160 1" M36x2 444 24 524 70 262 584 542 65 7,5 107 M10x35 36
SFCE3004L28M 3000PSI L 28 160 114" M36x2 508 22 587 79 302 726 586 67 75 *1 *2 36
SFCE 3004L35M 3000PSI L 35 160 1.1/4" M45x2 508 30/32 587 79 302 726 582 69 105 *1 *9 41
SFCE3005L42M 3000PSI L 42 160 112" M52x2 603 36 699 94 357 822 642 76 110 135 M12x40 46
SFCE 3001S16M 3000PSI S 16 350 1/2" M24x15 302 13 381 54 175 456 502 60 85 87 M8x30 24
SFCE 3002S20M 3000PSI S 20 350 3/4" M30x2 381 16/20 476 65 222 518 572 68 105 107 M10x35 30
SFCE 3002S25M 3000PSI S 25 350 3/4" M36x2 381 17 476 65 222 51,8 572 69 120 107 M10x35 30
SFCE3003S25M 3000PSI S 25 315 1" M36x2 444 20 524 70 262 584 582 70 120 107 M10x35 36
SFCE 3003S30M 3000PSI S 30 315 1" M42x2 444 24 524 70 262 584 632 76 135 107 M10x35 36
SFCE 3004 S25M 3000PSI S 25 250 11/4" M36x2 508 20/27 587 79 302 726 602 72 120 @ *1 *9 41
SFCE 3004 S30M 3000PSI S 30 250 11/4" M42x2 508 25/28 587 79 302 726 622 75 135 @ *1 *2 41
SFCE 3004 S38M 3000PSI S 38 250 114" M52x2 508 28 587 79 302 726 666 81 160 *1 *2 46
SFCE 3005S38M 3000PSI S 38 200 112" M52x2 603 32 699 94 357 822 702 85 160 135 M12x40 46
SFCE6001S16M 6000PSI S 16 400 1/2"  M24x15 317 12 405 56 182 472 532 63 85 85 M8x30 24
SFCE6002S16 M 6000PSI S 16 400  3/4"  M24x15 413 12 508 71 238 600 592 69 85 105 M10x35 30
SFCE6002S20M 6000PSI S 20 400 3/4" M30x2 413 16 508 71 238 600 612 72 105 105 M10x35 30
SFCE6002825M 6000PSI S 25 400  3/4" M36x2 413 17 508 71 238 600 632 75 120 105 M10x35 30
SFCE6002S30M 6000PSI S 30 400 3/4" M42x2 413 18 508 71 238 600 640 77 135 105 M10x35 36
SFCE6003S25M 6000PSI S 25 400 1" M36x2 476 20 572 81 278 696 722 84 120 *3  M12x45 41
SFCE6003S30M 6000PSI S 30 400 1" M42x2 476 24 572 81 278 696 740 87 135 *3  M12x45 41
SFCE 6004 S30M 6000PSI S 30 400 1.1/4" M42x2 540 25/30 667 95 318 772 792 92 135 *4  M14x50 41
SFCE 6004 S38M 6000PSI S 38 350 1.1/4" M52x2 540 30 667 95 318 772 832 98 160 *4 M14x50 46
SFCE6005S38M 6000PSI S 38 350 112" M52x2 635 30 794 113 365 950 892 104 160 167 M16x55 46

PN = nazivni tlak PB = maks. radni tlak — @ = vanjski promjer cijevi — Serija: LL = veoma lagan L =lagan S =tezak

*1) = prema odabiru 10,5, 12,0ili 12,5 — *3) = prema odabiru 12,0 ili 12,5 — *4) = prema odabiru 13,5 ili 14,5 — *2) = prema odabiru M 10 x 30 ili M 12 x 35

Varijante proizvoda

SFCE (3000 PSI) SAE prirubnica s vanjskim navojem, samo meduelement
SFCE U (3000 / 6000 PSI) géiggﬁbnica s vanjskim navojem, s 2 polovice prirubnice, kompletom vijaka, O prstenom, maticom i nareznim

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
01.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



