WF LK M
PrikljuCak za crpku (4 rupe), kut 90° HANSA[/FLEX

Karakteristike

lzvedba Priklju¢ak za crpku (4 rupe)
Oblik izrade Kutevi 90°

Norma DIN 3901/3902

Priévr§éenje s kompletom metri¢kih vijaka

Opseg isporuke s kompletom vijaka, O prstenom, maticom i
nareznim prstenom

Materijal Temper lijev GTW40

Povrsinska zastita  galvanski premaz

Artikl
Serija | @ RAD Tlak PB A

(mm) (mm) (bar)

WF35LKL10315M L 14,0 10 315 M16x1,5 35 39 165 305 470 64 (2x)M6x22 (2x)M6x35 20,0x25
WF35LKL12315M L 14,0 12 315 M18x1,5 35 39 165 305 470 64 (2x)M6x22 (2x)M6x35 20,0x25
WF35LKL15250M L 14,0 15 250 M22x1,5 35 39 165 300 460 64 (2x)M6x22 (2)M6x35 20,0x25
WF35LKL18250M L 150 18 250 M26x1,5 35 39 200 30,0 475 64 (2x)M6x22 (2x)M6x40 20,0x25
WF40LKL15100M L 200 15 100 M22x1,5 40 42 225 300 460 64 (2x)M6x22 (2x)M6x45 26,0x25
WF40LKL18100M L 200 18 100 M26x1,5 40 42 225 305 470 64 (2x)M6x22 (2x)M6x45 26,0x25
WF40LKL22100M L 200 22 100 M30x2 40 42 225 305 475 64 (2x)M6x22 (2x)M6x45 26,0x25
WF40LKL28100M L 20,0 28 100 M36x2 40 42 280 325 490 64 (2x)M6x22 (2x)M6x50 26,0x25
WF40LKL35100M L 200 35 100 M45x2 40 42 340 305 520 64 (2x)M6x22 (2)M6x60 260x25
WF55LKL35100M L 260 35 100 M45x2 55 58 320 385 620 84 (2x)M8x25 (2)M8x60 320x25
WF55LKL42100M L 26,0 42 100 M52x2 55 58 400 380 610 84 (2x)M8x25 (2)M8x70 320x25
WF35LKS16315M S 150 16 315 M24x1,5 35 39 200 295 480 64 (2x)M6x22 (2x)M6x40 20,0x25
WF35LKS20315M S 150 20 315 M30x2 35 39 250 345 560 64 (2x)M6x22 (2x)M6x45 20,0x25
WF40LKS20250M S 20,0 20 250 M30x2 40 42 225 295 500 64 (2x)M6x22 (2x)M6x45 26,0x25
WF55LKS20250M S 18,0 20 250 M30x2 55 58 240 345 50 84 (2x)M8x25 (2)M8x50 320x25
WF55LKS25250M S 200 25 250 M36x2 55 58 300 370 610 84 (2x)M8x25 (2)M8x55 320x25
WF55LKS30250M S 26,0 30 250 M42x2 55 58 320 355 620 84 (2x)M8x25 (2)M8x50 320x25

Serija: LL =veoma lagan L =lagan S =tezak — PN = nazivnitlak PB =maks. radnitlak — @ RAD = vanjski promjer cijevi

Varijante proizvoda
WF LK Prikljuéak za crpku (4 rupe), kut 90°, s kompletom metrickih vijaka i O prstenom

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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