WFG M (3000 / 6000 PSI)
Adapter SAE prirubnice, kovan HANSA[/FLEX

Karakteristike
Norma DIN 3901/3902 Bl
Dodatak kod izvedbe  kovan & =
Oblik izrade Kutevi 90° r
Izvedba Adapter SAE prirubnice :
Opseg isporuke s 2 polovice prirubnice, kompletom vijaka i O

prstenom
Materijal S355J2G3 (ST52.3)

PovrSinska zastita  galvanski premaz

Napomena
Navedeni maksimalni radni tlak odnosi se na prirubnicu! Stvarni radni tlak odreduje cijev (debljina stjenke) i kvaliteta cijevi!

Artikl

Tlaéni  Se- @ Velic- A
niz rija RAD ina

(mm) (mm) (mm) (mm)

WFG 3001/L15M  3000PSI L 15 315  1/2" w2215 12 11 381 540 175 668 456 7,0 39 200 44 87 (4x)M8x25
WFG 3002/L 18 M 3000 PsSI L 18 315  3/4" Mm26x15 15 19 476 649 222 739 518 75 42 315 48 107 (4x)M10x30
WFG 3002/L 22 M  3000PsI L 22 160 3/4" M30x2 19 19 476 649 222 759 518 75 42 335 50 107 (4x)M10x30
WFG 3003/L 28 M 3000 PSI L 28 160 1" M36x2 24 25 524 69,9 262 822 584 75 45 365 53 10,7 (4x)M10x30
WFG 3004/L35 M 3000PsI L 35 160 114" M45x2 30 27 s87 794 302 1043 726 105 50 465 68 *1 *2

WFG 3005/L 42 M  3000PsI L 42 160 112" M52x2 36 36 699 938 37 1182 824 110 76 560 77 135  (4x)M12x40
WFG 3001/S16 M 3000PSI S 16 350 1/2" m24x15 12 11 381 540 175 708 456 85 39 205 48 87 (4x)M8x25
WFG 3002/S20M 3000Psi S 20 350 3/4" M30x2 16 19 476 649 222 799 518 105 42 325 54 107  (4x)M10x30
WFG 3002/S25M 3000PsI S 25 350 3/4" M36x2 17 19 476 649 222 829 518 120 42 330 57 107 (4x)M10x30
WFG 3003/S25M 3000PsI S 25 315 1" M36x2 20 25 524 699 262 912 584 120 45 380 62 107 (4x)M10x30
WFG 3003/S30 M 3000 PSI S 30 315 1" M42x2 24 25 524 69,9 262 922 584 135 45 365 63 107 (4x)M10x30
WFG 3004/S25M 3000Psi S 25 250 14 M36x2 20 27 587 794 302 1033 726 120 50 430 67 *1 *2

WFG 3004/S30M 3000PsI S 30 250 114 M42x2 25 27 s87 794 302 1063 726 135 50 435 70 *1 *2

WFG 3004/S 38 M 3000 PSI S 38 250 1.1/4" M52x2 28 27 58,7 79,4 30,2 110,3 72,6 16,0 50 43,0 74 * *2

WFG 3005/S 38 M 3000PsI S 38 200 t2r M52x2 32 36 699 938 357 1282 824 160 76 560 87 135  (4x)M12x40
WFG 6001/S16 M 6000PsI S 16 400 1/2" M24x15 12 12 405 564 182 716 472 85 39 204 48 87 (4x)M8x30
WFG 6002/S 16 M 6000PSI S 16 400 3/4" Mm24x15 12 17 508 713 238 850 600 85 48 365 55 107 (4x)M10x35
WFG 6002/S20 M 6000PSI S 20 400 3/4" M30x2 16 17 s08 71,3 238 870 600 105 48 355 57 107 (4x)M10x35
WFG 6002/S25M 600oPsi S 25 400 3/4" M36x2 17 17 s08 713 238 90,0 600 120 48 360 60 107 (4x)M10x35
WFG 6003/S25M 6000PSI S 25 400 1" M36x2 20 24 572 810 278 998 690 120 60 41,0 65 130 (4x)M12x45
WFG 6003/S30M 6000PSI S 30 400 1" M42x2 24 24 572 810 278 1029 690 135 60 415 68 130 (4x)M12x45
WFG 6004/S 30 M 6000 PsSI S 30 400 1.1/4" M42x2 25 31 667 952 318 1096 77,2 135 68 445 71 147  (4x)M 14 x50
WFG 6004/S 38 M 6000 PSI S 38 350 1.1/4" M52x2 28 31 667 952 318 1146 77,2 160 68 450 76 147 (4x)M 14 x50
WFG 6004/S 38-400 M 6000 PSI S 38 400 1.4/4" M52x2 22 24 es7 952 318 1145 77,2 160 68 450 76 147 (4x)M 14 x50
WFG 6005/S 38 M 6000PSI S 38 350 12 MbB2x2 30 36 794 1128 365 1345 950 160 76 560 87 170 (4x)M16x55

Serija: LL =veoma lagan L =lagan S =tezak — PN = nazivnitlak PB = maks. radnitlak — @& RAD = vanijski promjer cijevi

*1) = prema odabiru 10,5 ili 12,5 — *2) = prema odabiru M 10 x 30 ili M 12 x 40

Varijante proizvoda
WFG (3000 PSI) Adapter SAE prirubnice, kovan, samo prirubnica

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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