WFG JIC M (3000 / 6000 PSI)
Adapter SAE prirubnice, kovan HANSA[/FLEX
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Povrdinska zastita  galvanski premaz

Napomena
Navedeni maksimalni radni tlak odnosi se na prirubnicu! Stvarni radni tlak odreduje cijev (debljina stjenke) i kvaliteta cijevi!

Artikl
Tlacni niz PB Veli¢ina A
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(CED)
WFG 3001 JIC3/4M 3000PSI 350 1/2" UNF3/4"-16 99 13 381 54 175 60,8 456 38 38 87 (4x)M8x25
WFG3001JIC7/8 M 3000PSI 350  1/2" UNF7/8"-14 123 13 381 54 175 60,8 456 38 38 87 (4x)M8x25
WFG 3002JIC11/16 M  3000PSI 350  3/4" UNF1.1/16"-12 155 19 476 65 222 709 518 42 45 107 (4x)M10x30
WFG 3002JIC15/16M 3000PSI 350  3/4" UN15M16"-12 215 19 476 65 222 709 518 42 45 107 (4x)M10x30
WFG 3002JIC7/8 M 3000PSI 350  3/4" UNF7/8"-14 123 19 476 65 222 70,9 518 42 45 107 (4x)M10x30
WFG 3003JIC11/16M  3000PSI 315 1" UNF1.1/16"-12 155 24 524 70 262 792 584 45 50 107 (4x)M10x30
WFG 3003 JIC15/16M  3000PSI 315 1" UN15/16"-12 215 24 524 70 262 792 584 45 50 107 (4x)M10x30
WFG 3003JIC15/8M 3000PSI 315 1" UN15/8"-12 2715 24 54 70 262 792 54 45 50 107 (4x)M10x30

WFG 3004 JIC15/16M  3000PSI 250 1.1/4"  UN1,516"-12 215 31 587 79 302 853 726 50 59 *1 *2
WFG 3004 JIC15/8M  3000PSI 250 1.1/4" UN1,5/8"-12 2715 31 587 79 302 853 726 50 59 *1 *2

WFG 3005 JIC15/8M 3000PSI 200 112" UN1,5/8"-12 275 38 699 94 37 1171 822 76 76 135 (4x)M12x35
WFG 3005JIC17/8M 3000PSI 200 112" UN1,7/8"-12 330 38 699 94 37 1171 822 76 76 135 (4x)M12x35
WFG 6001 JIC3/4M  6000PSI 400 1/2"  UNF 3/4" -16 99 13 405 56 182 616 472 39 38 87 (4x)M8x30
WFG 6001 JIC7/8 M 6000PSI 400 12" UNF7/8"-14 123 13 405 56 182 616 472 39 38 87 (4xM8x35
WFG 6002 JIC11/16 M 6000 PSI 400 3/4" UNF1.1/16"-12 155 17 508 71 238 780 600 48 48 107 (4x)M10x35
WFG 6002 JIC15/16 M  6000PSI 400 3/4" UN15/M16"-12 215 17 508 71 238 780 600 48 48 107 (4x)M10x35
WFG 6002 JIC7/8 M 6000PSI 400 3/4" UNF7/8"-14 123 17 508 71 238 780 600 48 48 107 (4x)M10x35
WFG 6003 JIC11/16 M  6000PSI 400 1" UNF1.1/16"-12 155 24 572 81 218 99,0 699 60 60 3 (4x)M12x45
WFG 6003 JIC15/16M  6000PSI 400 1" UN1,5/16"-12 215 24 572 81 218 99,0 699 60 60 3 (4x)M12x45
WFG 6003 JIC15/8M  6000PSI 400 1" UN15/8"-12 2715 24 572 81 218 99,0 699 60 60 3 (4x)M12x45
WFG 6004 JIC15/16 M 6000 PSI 400 1.1/4" UN1,5/16"-12 215 30 667 95 318 1155 772 68 68 4 (4x)M14x50
WFG 6004 JIC15/8M  6000PSI 400 1.1/4" UN1,5/8"-12 275 30 667 95 318 1155 772 68 68 4 (4x)M14x50
WFG 6004 JIC17/8M 6000PSI 400 1.1/4" UN1,7/8"-12 330 30 667 95 318 1155 772 68 68 *4  (4x)M14x50
WFG 6005 JIC15/8M  6000PSI 400 112" UN15/8"-12 2715 32 794 13 365 1330 950 76 76 170 (4x)M16x55
WFG 6005 JIC17/8M 6000PSI 400 112" UN17/8"-12 330 32 794 113 365 1330 950 76 76 170 (4x)M16x55

Serija: LL =veoma lagan L =lagan S =tezak — @ = vanjski promjer cijevi — PN = nazivni tlak PB = maks. radni tlak

*1) = prema odabiru 10,5 ili 12,5 — *3) = prema odabiru 12,0 ili 12,5 — *4) = prema odabiru 13,5 ili 14,5 — *2) = prema odabiru M 10 x 30 ili M 12 x 35

Varijante proizvoda
WFG JIC (6000 PSI) Adapter SAE prirubnice, kovan, samo prirubnica
WFG JIC U (3000 / 6000 PSI) Adapter SAE prirubnice, kovan, s 2 polovice prirubnice, kompletom vijaka i O prstenom

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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