XSDOR VA
Zakretni vijcani spoj, bez prigusivanja, W90° HANSA[/FLEX

Karakteristike - e
Prikljugak 1 BSP vanjski navoj, cilindrigni 51 LMo
Oblik brtve 1 Profil E [ - _:__ d
Prikljucak 2 metri€ki vanjski navaoiji, cilindri¢ni . | o
Oblik brtve 2 24° unutarnji konus = ’j g
'l ¥

lzvedba Zakretni vij¢ani spojevi, bez prigu$ivanja L] "-, |
Oblik izrade  Kutevi 90° 4 OR
Norma DIN 2353 L =5

ISO 8434-1 LI
Opseg isporuke  Nastavak (bez preturne matice i nareznog prstena) - D
Materijal Oplemenjeni ¢elik
Napomena

Upute za montazu, ugradnju, tlaéno opterecenje i dopustene radne temperature pronadi ¢ete u tehnickim informacijama za vij€ane spojeve cijevi.

Napomene uz narudZbu
Ulosci NBR ulosci brtve
FPM (Viton) na zahtjev

Artikl
Serija Radnitlakbari @d2 G
(mm)

XSDOR 04 LL VA LL PN 100 4 G1/8"-28 145 8,0 235 105 14,0 180 17 17 7,65x1,78
XSDOR 06 LL VA LL PN 100 6 G1/8"-28 145 8,0 235 105 135 19,0 17 17 7,65x1,78
XSDOR 08 LL VA LL PN 100 8 G1/8"-28 145 8,0 235 105 135 19,0 17 17 7,65x1,78
XSDOR NW 04 HL VA L PN 315 6 G1/8"-28 145 8,0 235 105 120 19,0 17 17 7,65x1,78
XSDOR NW 06 HL VA L PN 315 8 G1/4"-19 19,0 13,0 29,0 140 145 215 22 19 11,10x1,78
XSDOR NW 08 HL VA L PN 315 10 G1/4"-19 19,0 125 29,0 14,0 155 225 22 19 11,10x1,78
XSDORNW10HL1/4VA L PN 315 12 G1/4"-19 19,0 12,0 340 165 180 250 27 19 11,10x1,78
XSDOR NW 10 HL VA L PN 315 12 G38"-19 225 120 350 165 180 250 27 24 14,00x1,78
XSDOR NW 13 HL VA L PN 315 15 G 1/2"-14 27,0 12,0 460 215 215 285 32 27  18,77x1,78
XSDOR NW 16 HL VA L PN 315 18 G 1/2"-14 270 140 460 215 210 285 32 27 18,77x1,78
XSDOR NW 20 HL VA L PN 160 22 G 3/4" -14 325 16,0 520 240 275 350 41 36 23,81x2,62
XSDOR NW 25 HL VA L PN 160 28 G1"-11 40,0 180 64,0 3055 320 395 50 46  29,82x2,62
XSDOR NW 32 HL VA L PN 160 35 G1,14"-11 50,0 200 750 355 360 46,5 60 50 37,77 x2,62
XSDOR NW 40 HL VA L PN 160 42 G1,12"-11 555 220 740 405 405 515 70 60 41,28x3,53
XSDOR NW 03 HS VA S PN 400 6 G1/4"-19 19,0 13,0 290 140 165 235 22 19 11,10x1,78
XSDOR NW 04 HS VA S PN 400 8 G1/4"-19 19,0 13,0 290 140 165 235 22 19 11,10x1,78
XSDOR NW 06 HS VA S PN 400 10 G38"-19 225 120 355 165 185 26,0 27 24 14,00x1,78
XSDOR NW 08 HS VA S PN 400 12 G38"-19 225 120 350 165 185 26,0 27 24 14,00x1,78
XSDOR NW 10 HS VA S PN 400 14 G 1/2"-14 270 12,0 460 21,5 225 305 30 27 18,77x1,78
XSDOR NW 13 HS VA S PN 315 16 G 1/2"-14 270 140 460 215 220 305 30 27 18,77x1,78
XSDOR NW 16 HS VA S PN 315 20 G 3/4" -14 325 16,0 520 240 265 370 4 36 23,81x2,62
XSDOR NW 20 HS VA S PN 250 25 G1"-11 40,0 19,0 63,0 305 315 435 50 46  29,82x2,62
XSDOR NW 25 HS VA S PN 160 30 G1,14"-11 50,0 20,0 750 355 370 505 60 50 37,77 x2,62
XSDOR NW 32 HS VA S PN 160 38 G1,1/2"-11 555 220 740 405 415 575 70 60 41,28 x 3,53

PN = nazivni tlak PB =maks. radni tlak — Serija: LL =veomalagan L =lagan S =tezak — @ = vanjski promjer cijevi

Varijante proizvoda
XSDOR Zakretni vijéani spoj, bez prigusivanja, W90°, Celik
SDOR VA  Zakretni vijcani spoj, bez prigusivanja, W90°, Oplemenjeni celik

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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