G HB IN VA
Navrtni nastavei HANSAVFLEX

Karakteristike
Prikljuéak 1 BSP vanjski navoj, cilindri¢ni
Oblik brtve 1 60° unutarnji konus

Prikljucak 2 NPT unutarnji navoj

Oblik brtve 2 brtvljenje navoja

lzvedba Navrtni nastavci

Oblik izrade ravno

Materijal Oplemenjeni Celik
Artikl
Naziv G1 G2 Sl
(mm)
G HB 02 IN VA G 1/8"- 28 1/8" -27 NPT 14
G HB 02 IN 04 VA G 1/8"- 28 1/4" - 18 NPT 19
G HB 04 IN 02 VA G 1/4"-19 1/8" -27 NPT 19
G HB 04 IN VA G 1/4"-19 1/4" - 18 NPT 19
G HB 04 IN 06 VA G 1/4"-19 3/8" - 18 NPT 24
G HB 04 IN 08 VA G 1/4"-19 1/2" - 14 NPT 27
G HB 06 IN 04 VA G 3/8"-19 1/4" - 18 NPT 22
G HB 06 IN VA G 3/8"-19 3/8" - 18 NPT 24
G HB 06 IN 08 VA G 3/8"-19 1/2" - 14 NPT 27
G HB 08 IN 04 VA G1/2"-14 1/4" - 18 NPT 27
G HB 08 IN 06 VA G1/2"-14 3/8" - 18 NPT 27
G HB 08 IN VA G1/2"-14 1/2" - 14 NPT 27
G HB 08 IN 12 VA G 1/2"-14 3/4" - 14 NPT 36
G HB 12 IN 06 VA G 3/4"-14 3/8" - 18 NPT 32
G HB 12 IN 08 VA G 3/4" -14 1/2" - 14 NPT 32
G HB 12 IN VA G 3/4"-14 3/4" - 14 NPT 36
G HB 12 IN 16 VA G 3/4"-14 1"-11,5 NPT 36
G HB 16 IN 08 VA G1"-11 1/2" - 14 NPT 41
G HB 16 IN 12 VA G1"-11 3/4" - 14 NPT 41
G HB 16 IN VA G1"-11 1"-11,5 NPT 41
G HB 20 IN 16 VA G 1,1/4" - 11 1"-11,5 NPT 50
G HB 20 IN VA G 1,1/4" - 11 1,1/4" - 11,5 NPT 50
G HB 24 IN VA G1,1/2"-11 1,1/2" - 11,5 NPT 55
G HB 32 IN VA G2"-11 2"-11,5 NPT 60

SW = §irina klju¢a

Varijante proizvoda
GHBIN  Navrtni nastavci, Celik

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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