PA 500 SF9 45 A
Pritisna armatura, SFS-CAT W45° HANSA,/FLEX

Karakteristike —— : ' - L -
Podrugje primjene  Pritisna armatura za crijeva HD 500 1
Prikljucak 1 SAE spoj prirubnice 6000 PSI onN i
Oblik brtve 1 brtvljenje povrsina sa SF-O-prstenom 1 LE'
Kratica SFS-CAT LW N,

. . H '{ A 9_,.-"‘
prikladno za Caterpillar L e
Povezivanje s osiguracem od izvla¢enja (Interlock)

Opseg isporuke  Pritisna nazuvica + pritisni podnozak
Materijal Celik

Povrsinska zastita  galvanski premaz

Artikl
Veli¢ina Veli€ina prirubnice

PA 720 SF9 45 19 12 3/4" 3/4" 41,3 14,2 139,0 34,0
PA 720 SF9 25 45 19 12 3/4" 1" 47,6 14,2 143,0 37,5
PA 725 SF9 20 45 25 16 1" 3/4" 41,3 14,2 157,0 35,0
PA 725 SF9 45 25 16 1" 1" 47,6 14,2 167,0 36,5
PA 725 SF9 32 45 25 16 1" 1.1/4" 54,0 14,2 172,0 41,5
PA 532 SF9 25 45 A 31 20 1.1/4" 1" 47,6 14,0 174,0 39,5
PA 532 SF9 45 A 31 20 1.1/4" 1.1/4" 54,0 14,0 194,0 44,5
PA 532 SF9 40 45 A 31 20 1.1/4" 1.1/2" 63,5 14,0 198,0 48,5
PA 540 SF9 32 45 A 38 24 1.1/2" 1.1/4" 54,0 14,0 205,5 47,0
PA 540 SF9 45 A 38 24 1.1/2" 1.1/2" 63,5 14,0 226,0 51,0

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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