PA 700 SF 90
Pritisna armatura, SFL W90° HANSA,/FLEX

Karakteristike - L -

Podrugje primjene  Pritisna armatura za crijeva HD 700

Prikljudak 1 SAE spoj prirubnice 3000 PSI DM f i

Oblik brtve 1 brtvljenje povrsina sa SF-O-prstenom | L2

Kratica SFL i‘l‘ ]

Norma SAE J518 D i
I1ISO 6162-1 fa ]

Povezivanje s osiguracem od izvlacenja (Interlock)

Opseg isporuke Pritisna nazuvica + pritisni podnozak
Materijal Celik

Povrsinska zastita  galvanski premaz

Artikl
Veli¢ina Veli€ina prirubnice Radni tlak
(bar)

PA 713 SF 90 12 8 1/2" 1/2" 350,0 30,2 6,7 85,9 45,0
PA 713 SF 20 90 12 8 1/2" 3/4" 350,0 38,1 6,7 96,0 51,0
PA 720 SF 90 19 12 3/4" 3/4" 350,0 38,1 6,8 127,5 58,0
PA 720 SF90 L 95 19 12 3/4" 3/4" 350,0 38,1 6,8 127,5 95,0
PA 720 SF 90 L 100 19 12 3/4" 3/4" 350,0 38,1 6,8 127,5 100,0
PA 720 SF 90 L 120 19 12 3/4" 3/4" 350,0 38,1 6,8 127,5 120,0
PA 720 SF 25 90 19 12 3/4" 1" - 445 8,1 127,5 61,0
PA720SF2590L 82 19 12 3/4" 1" 320,0 445 8,1 127,5 82,0
PA 725 SF 20 90 25 16 1" 3/4" 320,0 38,1 6,8 144,0 64,5
PA 725 SF 90 25 16 1" 1" 320,0 44,5 8,1 158,0 67,0
PA 725 SF 32 90 25 16 1" 1.1/4" 280,0 50,8 8,1 158,0 69,5
PA732SF 2590 S 31 20 1.1/4" 1" 280,0 445 8,0 162,0 76,0
PA732SF 90 S 31 20 1.1/4" 1.1/4" 280,0 50,8 8,0 173,0 88,0
PA732SF 4090 S 31 20 1.1/4" 1.1/2" 210,0 60,3 8,0 177,0 95,0
PA 740 SF 32 90 38 24 1.1/2" 1.1/4" 210,0 50,8 8,1 190,5 93,0
PA 740 SF 90 38 24 1.1/2" 1.1/2" 210,0 60,3 8,1 208,5 99,0
PA 740 SF 50 90 38 24 1.1/2" 2" 210,0 71,4 9,6 218,0 104,0

Varijante proizvoda
PA 700 SF 90 VA  Pritisna armatura, SFL W90°, Oplemenijeni ¢elik

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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