PAY 300 AJ
Pritisna armatura, DKJ HANSA,/FLEX

Karakteristike S
Prikljucak 1 UN/UNF navoji matice ] F v

. - : DN | | | G1
Oblik brtve 1 74° unutarnji konus i T
Kratica DKJ
Norma 1ISO 8434- 2 L L1 i
Opseg isporuke Pritisna nazuvica + pritisni podnozak
Materijal Celik
Povrdinska zastita  galvanski premaz
Artikl
Naziv D]\ Veli¢ina Col G1 L1 S1

(mm)

PAY 306 AJ 6 4 1/4" 7/16" -20 UNF - -
PAY 306 AJ 08 6 4 1/4" 1/2" -20 UNF 55,0 19
PAY 310 AJ 10 6 3/8" 9/16" - 18 UNF 59,0 22
PAY 310 AJ 13 10 6 3/8" 3/4" - 16 UNF 59,0 24
PAY 313 AJ 12 8 172" 3/4" - 16 UNF 64,0 27
PAY 313 AJ 16 12 8 1/2" 7/8" -14 UNF 62,0 27
PAY 316 AJ 16 10 5/8" 7/8" -14 UNF 73,0 27
PAY 320 AJ 19 12 3/4" 1.1/16" -12 UN 79,0 36
PAY 325 AJ 25 16 1" 1,5/16" -12 UN 77,0 41
PAY 325 AJ 32 25 16 1" 1,5/8" -12 UN 75,0 50
PAY 332 AJ 31 20 1.1/4" 1,5/8" -12 UN - -

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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