PN FL 45
Pritisna nazuvica, BEL W45° HANSA[/FLEX

Karakteristike - 5 -
Podrudje primjene  Pritisna nazuvica za HD 100- do HD 400-, KP-, TE
crijeva 1

— — D -
Prikljuéak 1 Nastavci cijevi N LEI
Oblik brtve 1 Spoj za narezni prsten S
Kratica BEL o
Norma ISO 8434-1 ‘
Serija lagana
Materijal Celik

Povrdinska zastita  galvanski premaz

Napomena

Narezni prsten potrebno je zavr§no montirati na kaljenom nastavku za predmontazu (VOM...).
Odgovarajuci podnozak molimo da odaberete prema tipu crijeva.

Ne Koristiti kod novih konstrukcija; preporu¢ujemo: PN...AOL...45.

Artikl
Veli¢ina Radni tlak
(CED)

PN 04 FL 45 5 3 3/16" 250,0 6,0 68,5 19,0
PN 06 FL 04 45 6 4 1/4" 250,0 6,0 77,0 19,0
PN 06 FL 45 6 4 1/4" 250,0 8,0 71,5 19,0
PN 08 FL 06 45 8 5 5/16" 250,0 8,0 77,0 20,0
PN 08 FL 45 8 5 5/16" 250,0 10,0 80,5 23,0
PN 10 FL 08 45 10 6 3/8" 250,0 10,0 88,0 25,0
PN 10 FL 45 10 6 3/8" 250,0 12,0 88,0 25,0
PN 10 FL 13 45 10 6 3/8" 250,0 15,0 89,0 24,5
PN 13 FL 10 45 12 8 1/2" 250,0 12,0 87,0 22,0
PN 13 FL 45 12 8 1/2" 250,0 15,0 98,0 27,0
PN 13 FL 16 45 12 8 1/2" 160,0 18,0 95,5 26,0
PN 16 FL 20 45 16 10 5/8" 160,0 22,0 107,0 29,0
PN 20 FL 16 45 19 12 3/4" 160,0 18,0 108,5 41,5
PN 20 FL 45 19 12 3/4" 160,0 22,0 112,0 29,0
PN 25 FL 45 25 16 1" 100,0 28,0 130,0 34,0
PN 32 FL 45 31 20 1.1/4" 100,0 35,0 155,5 41,0
PN 40 FL 45 38 24 1.1/2" 100,0 42,0 174,5 44,0

Varijante proizvoda
PN FL 45 VA  Pritisna nazuvica, BEL W45°, Oplemenjeni ¢elik

Dodatni elementi
VOM Nastavci za predmontazu

Usprkos paZljivoj provjeri ne mogu se iskljuciti pogreske i zbog toga ne preuzimamo odgovornost za sadrZane podatke.
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